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206LONTACT DETAI LS

Website: www.dirtkartingaustralia.com.au

DIRT KARTING OF AUSTRALIA SECRETARY:

DIRT KARTING OF AUSTRALIA GENERAL MANAGER

DIRT KARTING OF AUSTRALIA LICENCE ENQUIRIES

DIRT KARTING OF AUSTRALIA PUBLIC OFFICER

Kylie Thompson
Phone: 0400 114 135
Email: secretary@dirtkartingaustralia.com.au

Tony Dunn
Phone: 0418 853 207
Email: generalmanager@dirtkartingaustralia.com.au

Janelle Hammerstein
Phone: 0477 937 927
Email: licencing@dirtkartingaustralia.com.au

Neville Clarke
Phone: 0418 824 184
Email: publicofficer@dirtkartingaustralia.com.au

[=3[Sf=W = lelallfe]ait=Ye| = Correction to errors, changes to Rule Change Process in line with Regulations, and technical update

= August 2025 Rule Changes, Midget Tyres, Fuel Testing Procedures and Dirt Karting of Australia

Penalty Handbook. (Version 22/09/2025)

Red Text = Technical Rule Change relating to 125 classes (October 2025)

Blue Text = Technical Rule Change relating to J engines (January 2026)

Green Text = Rule 15.8 added under safety (January 2026)

= Helmet Standard Update, and IAME X30 125cc & IAME Leopard RL engine name corrected. (04/03/026)

Purple Text = February 2026 Rule changes relating to Calendar, and 8.11d (18 March 2026) & education day definition.

Note: Version dated 01.04.2026 includes replacing reference to AIDKA to Dirt Karting of Australia where appropriate.

Yellow Highlighted = April 2026 & June 2026 Rule Changes (excluding QuickGrid Rule Changes)and Penalty Handbook

Updates
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AIDKA:

Official Rules and
Constitution:

Force Majeure:

Supplementary

Rules/Regulations

Licence:

NFF:

Race Year:

Club Premises:

Education /Practice
Day

Competitive
Meeting:

Race Meeting:

The Start:

Baulk Line

Red Zone:

ATV:

PULP:

Remote Tracks:

DEFI NI TI ONS

Australian Independent Dirt Kart Association Inc. which is the legal name of the
organisation. The organisation also operates under the trading name of Dirt
Karting of Australia

Is the copy of the Rules and Constitution held by the Secretary of each affiliated

Club.
It is not the Rules of Racing book held by competitors.

Weather and track safety which the organisers have no control over and results in
an Event not being completed.

Means rules and/or regulations other than those set out in Dirt Karting of Australia
rules, Regulations or Governing documents.

Certificate of registration issued to a person wishing to compete in Dirt Karting of
Australia Dirt Kart Events.

No Faults Found (To be recorded in Dirt Karting of Australia Logbook).
15t February one year to 315t January the following year.

All areas under control of the affiliated clubs and shall include driveways, carpark,
canteen, pit area and public viewing area.

A karting activity conducted solely for education, practice, instruction and
training purposes. An Education / Practice Day does not include competitive
karting activities, include but not limited to racing, point scoring, placing or
the recording of offic ials results.

Where a Driver has nominated and competed in the draw.

Commences from the time of entering club premises and concludes at the closing
of club premises.

The moment when the order is given to start racing to the competitors.

A point marked on the inside of the racetrack signifying the limit to which a kart
may be pushed.

Defined as a minimum of the in and out grids (so long as fenced or bunted and
sign posted from general public) and the race arena.

All-Terrain Vehicle(s) or like Vehicle(s).
Premium Unleaded Petrol

Alice Springs Karting Club, Top End Dirt Karts and Weipa Kart Club.

Disclaimer T Interpretation of Terminology

Until such time as all documents are formally amended, any reference to AIDKA appearing in this Rule
Book and in any related or associated policies, procedures, manuals, forms, correspondence, or other
documents shall be construed as a reference to Dirt Karting of Australia , being the trading nhame of
Australian Independent Dirt Kart Association Incorporated
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ADMI NI STRATI ON

The joining fee for Affiliation to Dirt Karting of Australia (I i st ed i nDO Aspiophe
set at each AGM. Affiliation shall be implemented upon receipt of the joining fee by the
Dirt Karting of Australia Treasurer.

An annual fee for Affiliation to Dirt Karting of Australia ( | i st ed i DO )Apipse
set at each AGM and is payable to the Dirt Karting of Australia Treasurer to be deemed
financial. Affiliation shall be implemented upon receipt of fee.

Any new club joining Dirt Karting of Australia must comply with all safety rules
immediately. Other rules must be adhered to within 12 calendar months from date
Affiliation acceptance by Dirt Karting of Australia.

Insurance Policies only cover members of Dirt Karting of Australia Affiliated Clubs.
Association Liability Insurance shall be administered by Dirt Karting of Australia on behalf
of affiliated clubs.

All Drivers shall be members of an Ambulance fund or shall be suitably insured for
Ambulance travel. Ambulance cover is a Dirt Karting of Australia requirement.

Drivers racing at a suspended or expelled Club do so at their own risk and in no way are
they covered by any Dirt Karting of Australia Insurances.

CALENDAR OF EVE

The Calendar and Events Sub -Committee or delegated person(s) shall collate all
Club race season calendars and arbitrate in the event of date clashes.

All Clubs are to submit a partial seasor
dated for 1 Race Day to Dirt Karting of
Calendar and Events Sub -Committee or delegated person(s) shall collate these
events along with all title events for that year and communicate with clubs to
resolve any clashes .

All Clubs are required to submit proposed Multi -Day and Multi -Club series events
to Dirt Karting of Australia by 30 June of each year.

Multi -Day and Multi -Club events are exempt from Rule 2.5. These events are
recorded for information and planning purposes only, to assist other Clubs in
assessing potential calendar impacts and avoiding clashes

All Dirt Karting of Australia  Title Event dates are to be submitted by 30th June
each year.

The 1 oO6preferred dated submitted by clu
within 250 kms running against these dat
dated agrees.

These dates once set and the club elects to alter the date it will have no guarantees
of exclusion of other clubs within 250 kms.

Once the partial race calendar has been finalised the calendar will be released to

clubs to submit remaining events. The partial calendar will be released to clubs

no | ater than 31st August. Al cl ubs Bin ¢
Karting of Australia by 30th October of each year
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All Events on the Official
sanctioned unless natification is sent to the Club Secretary from the Calendar and
Events Sub -Committee or delegated person(s).

Dirt Karting of Australia

Calendar shall be deemed to be

Sanction must be sought for Special Events or Events not mentioned on the Dirt

Karting of Australia
Event must be received by the

prior to the Event .

Calendar (e.g. Masters Games). Application for a Special
Dirt Karting of Australia

Secretary at least 30 days

12 race meetings (South Australian clubs 9 race meetings) per Club per year plus
4 Education Days/ Practice | Days per year. Remote clubs are eligible for 12
Education/ Practice days per year.

States with less than 6 clubs may have 8 Education/Practice Days per year. 2 of
these days are to be dedicated to Junior Licence grades only. 1 of these days are
to be dedicated to unlicenced people only.

Club Events/Open Meetings are to be sanctioned as 1 Event/Meeting conducted
over 1 or 2 consecutive days. A maximum of 2 Club Events/Open Meetings per
Club in 1 calendar year may be conducted over 2 consecutive days and will have
al (30th June) Dirt Karting of Australia Calendar of Events.

been included in

Any club running Multi

the initi

a race meeting on the Dirt Karting of Australia  Calendar.

-Day Events (Titles exempt), will have each day counted as

Any events that are cancelled can be rescheduled provided they do not clash with

any events stipulated in Rule 2.2 or a Title event. Changed race dates must be
approved via the Dirt Karting of Australia
along with any potential affected clubs. The
Events Sub -Committee reserves the right to reschedule meetings for any other
reason as appropriate

I nterstate

Titl es.

Aust

Clubs <can

ralian Ti

any race events on these dates.

Calendar and Events Sub -Committee

Dirt Karting of Australia

sched
tl es

ul e non
wi || be

Calendar and

A club cannot schedule or run events at another club unless their club premises
is deemed unusable, and the change approved by the Dirt Karting of Australia

Board.

Any race meetings and education/practice days not submitted as per rule 2.6 from
individual clubs as at 30th October will be forfeited.

All clubs will have the opportunity to purchase 3 additional race meetings once
the calendar has been finalised and released. The option of purchasing additional
meetings will expire once the insured number of meetings is fulfilled. These
additional meetin gs will be at a fee set annually at the
Annual General Meeting. These meetings must also comply with the following

conditions.

A Additional
A Al I addi ti
A Additional

meetings
onal fees
meetings

mu st
mu st
mu st

Dirt Karting of Australia

be submitted
be paid in f

not be

on an

within 250km has a race meeting on that same weekend unless written permission
Dirt Karting of Australia  with the

is given by the club or clubs and submitted to
purchasing clubs request.

Mu s t

have

approval

from

t -Goanmi@es.|

endar
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RULES OF RACI NG |

The Dirt Karting of Australia Rules of Racing shall be available to all members of the
Association.

Rules of Racing made or updated at Dirt Karting of Australia meetings will be enforced
and adhered to once the official Rules of Racing and Constitution have been updated.

It is a Licence holderds responsibility
Rules of Racing and Constitution.

It is the Dirt Karting of Australiaaf f i | i ated c¢cl ubs®d respons
Racing and Constitution. Failure to do so may result in the suspension or expulsion of
that affiliated club.

Interpretation of Rules of Racing shall be decided by the Dirt Karting of Australia
Executive committee whose decision shall be final.

Dirt Karting of Australia make no pretence of having designed a fool proof set of Rules
of Racing and Regulations, nevertheless Drivers, Crews and participants are required to
abide by both the Rules of Racing and the spirit of the Rules of Racing.

RULE CHANGES (1|1
Suppl ementary Rul

Dirt Karting of Australia to form a sub-committee to refine the Rules of Racing.
Any changes shall be forwarded to Affiliated clubs and published on the Website.

i) All rule changes that are proposed from clubs, [lefi{ee]@RSIV|oi®felsglolitc=I=shall
be submitted to the Dirt Karting of Australia Secretary on the Dirt Karting of Australia

Rule change form. The Rule Change Form will include as a minimum; Club contact for
discussion, old rule, new rule, rationale and whether implementation is immediate or
beginning of the following racing calendar year.

ii) The Secretary will forward the proposal to the Rule Change Panel (RCP) who in
con'!unction with the nominated representative from the clubs, [SleElfelKeIEESIVe

shall discuss the proposed rule change (by electronic means) for intent,
suitability, functionality and contradictions.

ii) Anﬁ rewording to the proposal must be approved by the club clubs,

representative before the proposal is finalized by the RCP

WIRule Change Panel has the power to decline a rule submission. If submitting party is
not in agreeance, then the Board will have casting vote whether the rule is presented
for voting and implementation.

v) The Rule change proposal will be included in the next council agenda, where clubs
will be given an opportunity to discuss the proposal.

vi) The proposal will then be sent to the clubs, who will have 28 days to vote via email to
the Dirt Karting of Australia Secretary

vii) Safety/Technical rules will still be subject to Rules iRREE:1gls RZH}

Safety rules and regulations may be approved by the Dirt Karting of Australia
clle /o] @]l (Tt e M WANISIEUE! [RUIEHOI I [CWEENIE] at any stage. Updates to the Rules

of Racing concerning safety may be made from time to time without re-issue of the Rules
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of Racing, All Drivers shall race under the updated official Rules of Racing and
Constitution, a copy of which will be held by the Secretary of each affiliated club.

Technical rules and regulations may be approved by the Dirt Karting of Australia
and/or Dirt Karting of Australia Rule Change PanelfEis:1o)ASr: 1o SR IRl =[S0 (g1 =1 (=)
unworkable or that must be clarified during the year.

Any change of rule/regulation will be posted on the Dirt Karting of Australia website as
an amendment to the current rule book and notice sent to all clubs of updates.

Once a rule has been implemented, it must remain in force for a period of 12 months
(without change) unless found unworkable or due to safety issues arising

Dirt Karting of Australia Clubs, members may submit a
Supplementary Rules and/or Regulations proposal in writing to the Dirt Karting of
Australia Secretary at any time. The Dirt Karting of Australia Secretary will forward an

SUEEIementary Rules/Regulation proposals to the Dirt Karting of Australia

The Dirt Karting of Australia shall be responsible to evaluate new
Supplementary Rules/Regulations and modify them as required. All formats must be
submitted to Dirt Karting of Australia . 14 days prior to the event and
must not contravene safety.

Dirt Karting of Australia has the right to approve all or part of the Supplementary Rules
and/or Regulations applied for and may stipulate added precautions. Dirt Karting of
Australia also has the right to refuse any application that is not in the interest of safety
or the Association.

Supplementary Rules and/or Regulations relating to an event will only be enforced during
the event.

Supplementary Rules and/or Regulations relating to a Club shall remain in force until Dirt
Karting of Australia removes approval.

Supplementary Rules and/or Regulations will be issued to all Clubs for inclusion in the
official Rules and Constitution book(s) held by the Secretary of each affiliated Club.

Supplementary Rules and/or Regulations may be granted as an additional rule or
regulation that is applicable to race event(s) or club(s). All Dirt Karting of Australia Rules
in regard to Safety cannot be supplemented.

If a supplementary Rule/Regulation is submitted 2 times in a 12 month period and is
defeated each time, it shall be ineligible to be submitted again for 2 years from the date
of the Dirt Karting of Australia Council meeting at which the second submission was
defeated.

LI CENCES

Dirt Karting of Australia Club Affiliation fee shall be received by the Dirt Karting of
Australia Treasurer from the Affiliated Club prior to any Licences being issued to their
members.

All persons applying for a Dirt Karting of Australia Licence shall be a member of a Dirt
Karting of Australia Affiliated Club. A Dirt Karting of Australia Licence holder must remain
a member of an affiliated club at all times whilst the Dirt Karting of Australia Licence is
valid.

Application for a Licence to drive at a Dirt Karting of Australia Affiliated track, a Licence
for an Official or a Licence for Pit Crew shall be made on the official Dirt Karting of
Australia form under the terms and conditions as set out there on.
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All persons applying for a Dirt Karting of Australia Licence must declare their Date of
Birth for identification purposes.

Any person, on accepting a Dirt Karting of Australia Licence (the Licence holder), shall
comply with all the rules and regulations of Dirt Karting of Australia and be responsible
for any infringements of them.

Dirt Karting of Australia may refuse to issue a Licence without giving any reason for such
refusal.

Dirt Karting of Australia Licences may only be used at Dirt Karting of Australia Affiliated
clubs/tracks unless prior approval has been provided by Dirt Karting of Australia.

All Licence holders shall receive a Logbook from their Club Licence Secretary. The
current Dirt Karting of Australia Rule book is available via the Dirt Karting of Australia
Digital App or the Dirt Karting of Australia website.

If a Licence holder inadvertently destroys or loses their logbook, they must immediately
notify the Dirt Karting of Australia Secretary, pay the appropriate fee to Dirt Karting of
Australia (as per Appendix D) and apply to the Dirt Karting of Australia Secretary for a
reissue. Logbook to be stamped or noted replacement, and any penalties already
imposed entered before reissued by Dirt Karting of Australia.

Drivers are not able to nominate for club or Title meetings until such time they have their
Licence. No person is authorised to compete or participate unlicensed.

The holder of a Dirt Karting of Australia Licence shall produce and/or surrender their
Logbook when requested by an Affiliated Club or Dirt Karting of Australia Official at a Dirt
Karting of Australia sanctioned Event or individual Affiliated Club Committee and/or Dirt
Karting of Australia Committee. Failure to do so will incur an additional penalty.

NO Licence refunds will be given on any Licence application other than for medical
reasons that prohibits the Licence holder from using their Licence for that Licence period.
This must be proven with a medical certificate for a Licence that is current and has not
been used.

If an affiliated club suspends a member, that member must surrender their Dirt Karting
of Australia Logbook to the individual club which will be returned to the Dirt Karting of
Australia Secretary to be held until the period of suspension has expired.

It is the suspendssdi mempet &@s croIedregpamytvhotwill e
contact A Dirt Karting of Australia Secretary once suspension is over for return of
Logbook and reinstatement of digital license.

Drivers under medical treatment shall produce a medical certificate before racing.

Suspended drivers are not able to nominate for any club or title meetings until such time
their licence suspension has been fulfilled. This includes nominating for any event where
nominations close prior to suspension completion date and scheduled to race after
suspension has been served.

TYPES OF LI CEN

Official Licence
Pit Crew Licence

Senior Drivers Licence Grades:

A-Grade 200cc, KT Twin, Outlaw (Min age 17 yrs)
B-Grade 100cc, 125cc (Min age 16 yrs)
C-Grade Al | KTés (Min age 14 yrs)

10
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Junior Drivers Licence Grades:

Junior 9 until 15 years old
Rookie 7 until 11 years old
Midget 5 until 7 years old

Probationary Drivers Licence

If a Drivers Licence is expired longer than 5 years, the Driver shall be required to run
Rear of Field (ROF) for a minimum of 3 meetings. Drivers with Licences expired longer
than 2 years, but less than 5 years, shall be required to do a minimum of 1 meeting ROF
and required to be signed off by the Chief Steward.

A Probationary Driver is a Driver who has not held an Dirt Karting of Australia Drivers
Licence for the past 2 years. Dirt Karting of Australia Affiliated Club Officials may from
time to time determine a Driver to be a Probationary Driver and issue that Driver with a
Probationary Licence.

A Probationary Driver will have to complete at least 3 meetings at the ROF. Stewards
can endorse their Licence at the end of the meeting if they have completed the minimum
required heats and the stewards are satisfied with the ability of the Driver to compete in
the draw. If the Stewards are not satisfied with the Drivers ability to compete in the draw
then the Probationary Driver will need to compete in additional meetings ROF. Only one
Probationary endorsement may be given at each race meeting.

To constitute a completed race meeting for the purpose of signing logbooks, the following
minimum number of heats must have been completed for one class only.

3-5 races held - Minimum 3 completed

6 races held - Minimum 4 completed

7 or more held - Minimum 5 completed

While a Probationary Dri vePr,attetbe abDr it \vher

Logbooks are to be handed to the Chief Steward at the Drivers briefing and returned to
Drivers appropriately endorsed at the end of the race meeting.

If the stewards are not satisfied with the ability of the driver to compete in the draw, a
chief steward has the option to send the driver ROF for the remainder of the meeting
and the driver must complete an additional 2 meetings as a probationary driver and
require signatures before being able to compete in the field.

To upgrade to an A Grade licence a driver shall obtain 4 probationary signatures at a
minimum of two different tracks. Remote tracks exempted where 6 meetings required at
the single track. To gain the signature there also must be a minimum of 5 nominations
of that grade to compete against.

Single Event Licence

Competitors may apply for a Single Event Licence to participate in Dirt Karting of
Australia sanctioned events without possessing a full Dirt Karting of Australia Licence
and must comply with all requirements as per the Single Event Licence application on
the Dirt Karting of Australia Website.

Single Event Licence holders must be a member of an Dirt Karting of Australia affiliated
club. The Single Event Licence will only be issued via the Dirt Karting of Australia
website.

A maximum of 2 Single Event Licences may be issued to the same person during a
racing season for competition divisions, after which a full Licence must be applied for.

The applicant must run rear of the grid. For the purposes of using QuickGrid, these
Drivers must have their entry noted as
OROFO®& Drivers.

A Single Event Licence cannot be used at a Dirt Karting of Australia Title event.

A Single Event Licence will not count for Probationary signatures.

@

11
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Drivers cannot appl-@r dded aLiS¢ceamyde. Event

Casual Passes

A Casual Licence holder becomes a temporary member of that Dirt Karting of Australia
Affiliated Club. When a casual pass is purchased, and they complete an Official
Registration form on the day as set by Dirt Karting of Australia they are then permitted
to drive at a meeting in a novice session with Non-Licenced Drivers or at a scheduled
Education meeting under the strict supervision of track officials.

Casual Pass Registration forms shall be retained by the affiliated club issuing the casual
pass.

The Casual Licence may be used as a Licence to allow entry of unlicensed people into
the pits. Under 5yrs of age and over 90yrs of age are permitted but will be uninsured.

In the event of an applicant suffering from a medical condition which may affect the

applicantdéds control of a kart, the appl
more than 30 days previously, reporting on their physical condition. This Certificate may
cover any other condition which may impairaDriverd s abi | ity to dr

must be presented to the Dirt Karting of Australia Secretary. The Medical Certificate
must contain the words Afit to compete

LOGBOOKS

All Licence Holders will be issued with a Logbook from their club when they receive their
Digital Licence.

The Nominating Secretary or person in charge of accepting nomination money, shall
sign the Drivers Logbook. This person will also fill in the current date, hosting Club and
Class(es) in which the driver has nominated, also ensure that the Digital Licence has
correct Licence grade for that Driver. In the case of Pit Crew/Official; date, club, 6 P C 6
60ffd and signature wildl be entered.

All points and penalties shall be shown in the Logbook and entered on the Lap Scorers
Sheets.

A driver may only race in a class they have paid nominations for and is entered in drivers
Loghook. A driver may, (subject to the Chie

in another class so long as it is undertaken at ROF and does not take part in competitive
racing.

CLASSES

Drivers are not permitted to race whilst under Workers Compensation.

To compete in a class, you must have the appropriate Licence grade or a higher grade
for that class.

12

—X>X0mzZIMmao Ro m<——=1>»x0x-10W—Z2—-—Z0>

waHzZ2mZmMIO—COMm™DT



b)

c)

8.2

b)

c)

8.3

b)

d)

Version 13" July 2026

A Driver wishing to race in a class higher than their current Licence grade must start
ROF until they have 3 Licence grade endorsements (or 4 Licence grade endorsements
for A-Grade 1 See Rule 6.6). They will then be eligible to upgrade to that Licence grade.

Midgets, Rookies and Juniors, as defined in these Rules of Racing, may not compete in
Senior events

No person under the age of 9 years shall participate in competitive events. Drivers under
9 years shall have the emphasis on education and skills.

Midget
Demonstration training class only

Midget Drivers are defined as Drivers from 5 years of age until their 7th birthday.
Once they turn 7, they must go into the Rookie class unless an exemption has been
granted from the Dirt Karting of Australia Board.

Engine Specifications as per Rule 28

Rookie
Non-Competitive class.

Rookie Drivers are defined as being 7 years of age up to 11 years of age. At the age of
9 years old the Driver may elect to become a Junior or continue as a Rookie Driver until
their 11th birthday. Once 11 years old they must go into a Junior class unless an
exemption has been granted from the Dirt Karting of Australia Board.

Engine Specifications as per Rule 29

Junior 1 Light, Heavy

Junior Drivers are defined as being 9 years of age up to 15 years. At the age 14 the
Driver may elect to become a senior Driver or continue as a junior Driver for the
remainder of the Licence year or until their 15th birthday.

Once 15 years old they must go into a senior field unless an exemption has been granted
from the Dirt Karting of Australia Board. Once electing to become a senior Driver, he/she
must upgrade their Licence to a senior Driver and by doing so will no longer be eligible
to participate in junior events. They must hold a senior Probationary Licence before
participating in any senior field.

At the age of 14, Junior Drivers may participate in a KT senior kart (C-Grade Licence) at
Education days. Only Licenced Juniors can be on the track at this time, they must not be
on the track at the same time as senior Drivers in any circumstances.

Single Yamaha KT100J engine as per Rule 30
KT 1 Light, Medium, Heavy

Senior Driver

Single Yamaha KT100S engine as per Rule 31.

KT i Ladies (Non-competitive class, demonstration only)
Kart and Driver weight to be a minimum of 120kg

If a lady chooses to race in KT Ladies, then they may not race in any other KT class on
the day.

This class is a demonstration class and does not count towards Probationary signatures.
They may however after starting 3 meetings at the rear of field of KT Ladies, start in the
draw in KT Ladies only. If they race in an open KT class, they must start at the rear until
they complete their normal probationary period.

This is a non-competitive class and is not to be contested at any Title events.
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c)

d)

8.11

b)

<)
d)

8.12

b)

c)

d)

Version 13" July 2026

Statesman
Restricted to Drivers who are 40 years of age or over.

Single Yamaha KT100S engine as per Rule 31.

12571 Light, Medium, Heavy

Minimum age 16 years

The only eligible engines are the IAME 125cc LEOPARD RL as per Rule 33, ROTAX
FR125 Max as per Rule 34, PRD 125cc Fireball as per Rule 35, IAME X30 as per Rule
32, and the PRD 125cc Galaxy as per Rule 36.

Technical specifications for these engines are available on the Dirt Karting of Australia
website www.dirtkartingaustralia.com.au

No evolution components are permissible without approval from the Dirt Karting of
Australia technical committee.

100cc Open
Minimum age 16 years

Any single cylinder engine that is or has been CIK homologated, air or water cooled
100cc engine + 10%

Parts are interchangeable from similar style engines

KT Twin

A driver must be 17 years or older to apply for an A-Grade Licence

Two Yamaha KT100S engines as per Rule 31.

Left hand conversion allowable on Left hand motor only.

No clutches allowed

Header pipe may be modified to suit chassis but length and inside diameter must comply
with Rule 31.5

200cc Open

A driver must be 17 years or older to apply for an A-Grade Licence

130cc to 200cc (+10%)

No clutches allowed

Parts are interchangeable from similar style engines or with aftermarket OEM -
compatible items.

Outlaw

A driver must be 17 years or older to apply for an A grade licence.

Any motorcycle manufactured brand single cylinder 2 or 4 stroke motor up to 250cc +
10%

Must run with gearbox, fully operational clutch, not exceed acceptable noise levels and
have an operational kill switch.

All karts with gearboxes must run under outlaw specifications.

—>X0mzZMmao Qo m<——=>»x0-10W—Z2—Z0>

wWHZmMmZMIUU—COMAD


http://www.dirtkartingaustralia.com.au/

8.13

b)

c)
d)

8.14

Must run a rear wing fitted horizontally behind the driver, manufactured from plastic or
fibreglass and must conform to the following specifications. Width tube a maximum of
90% and minimum of 45% of kart width measured at the widest point of the side pods,
length to be between 100mm and 250mm, height to be a maximum of 850mm measured
from the ground level to the highest point of the wing and has a minimum height 375
mm. The leading edge shall be no closer than 75mm behind the seat measured between
two vertical edges in parallel. Leading and trailing edges must be rounded, must be non-
adjustable while in motion, no part of the radiator (if fitted) shall protrude above the lowest
part of the wing. Side number plates must be fitted. All scrutineering of the wing
specifications shall take place post-race meeting only. No roll cages and torsion bars
(wing supports and wings acceptable).

A-Open
A driver must be 17 years or older to apply for an A-Grade Licence

Karts must comply with the general rules and requirements for 8.10 (KT Twin), 8.11
(200cc Open), 8.12 (Outlaw).

Class offered for Club Level race meetings only.
At close of nominations constituted A-Grade classes can not be combined into A-Open

class.

All karts must comply with all regulations Rule 22 - 22.13, plus any additional and
overriding class specifications listed within this book.

OFFI CIl ALS AND THE

Rule #

9.1 All officials at Dirt Karting of Australia affiliated race meetings shall hold the appropriate
license where required. All officials entering a RED Zone shall be signed in on the day.
Failing to sign in may result in a penalty.

9.2 The same person may, if the Dirt Karting of Australia affiliated Club decides to do so,
undertake several official duties.

STEWARDS

9.3 Each Club will nominate 1 person to the National Steward Coordinator and Dirt Karting

a)
b)

c)
d)

e)

f)

a)

of Australia , to act as their Chief Steward who will be responsible for administering the
Rules of Racing and Regulations as set out by Dirt Karting of Australia. This person may
elect another accredited steward on the day or prior to a meeting to act as Chief Steward.
The Steward(s) shall have the authority to):

Enforce the Rules of Racing as laid down by Dirt Karting of Australia.

Adjudicate over any disputation to arise during a race meeting.

Decide and impose penalties for any breach of the Rules of Racing.

Noti fy t he Driver of any penalty i mpao
representative.

Prohibit from competing any Driver or kart which is considered to be dangerous as
reported by officials.

The Stewards on the day may ask to have a kart scrutineered at any time. This kart must
be scrutineered before any Driver is allowed to drive this kart (practice or racing).

Expel from the grounds any person(s) who refuses to obey the instructions of an official.

Version 13" July 2026
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9.4

a)

b)

c)

d)

e)

)

a)
h)

c)

d)

Postpone or alter the conditions of a ca
Appoint temporary substitutes to replace Stewards unable to perform their duties.
Authorise alteration of the official program.

Accept a correction by a Judge.

AllowaTi tl e or meeting to be declared afte
Maj eur ed.

Stewards have the authority to deduct a nominal number of points at any time.

At any race meetings with over 100 nominations clubs must have a minimum of 2
stewards.

Probationary stewards can start from 16 years old but must work under a senior steward.
Senior stewards to be a minimum age of 18 years old.

RACE DIRECTOR

Be responsible to the Chief Steward for the conduct of the meeting and its administration
in accordance with the official program, Dirt Karting of Australia rules and regulations.

Be satisfied that all official positions and necessary requirements are fulfiled and
actioned.

Liaise with all parties including Chief Steward, club representative, Track crew, first aid
and any other as required on behalf of chief steward to remedy issues and actions to
keep the meeting on schedule.

Race Director wildl have no appointed st

Race Director shall hold State or Nati ol

The appointment of Race Director at title events shall be the decision of the Dirt Karting
of Australia President, Chief Steward of the event and a host club representative.

The position of Race Director is a requirement at all Dirt Karting of Australia Title events.

The position of Race Director may be used at club events.

SCRUTINEER

I't is the Driverds responsibility to pre
in a clean, race ready condition at scrutineering.

Version 13" July 2026
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e) Helmet details are to be recorded and signed by Scrutineers in the Drivers Logbook prior
to first practice or race meeting of a new season and a sticker applied to the back of the
helmet.

f) Ensure Logbook procedures are carried out.

o)) A go-kart which is judged to be unsafe by the Scrutineer shall not be driven until the go-
kart is considered safe by the Scrutineer.

h) Report any irregularities to the Owner/Driver.

i) Request the rectification of any unsafe irregularities before using the kart.

)] Note any wunsafe irrelpgbbori ti es in the Di
k) Notify the Steward(s) should a Driver/Owner choose to ignore Rule 9.5(g)

)] If minor faults have not been rectified by the following meeting, the kart will not be
permitted to race.

m) The kart shall be marked in an easily visible position with identification showing the kart
has been scrutineered.

n) Be available during the course of the meeting to examine karts involved in accidents as
directed by the Steward(s).

0) All karts and helmets involved in any accident must be scrutineered before racing
again.
p) All karts to be scrutineered in racing condition with any adaptations to suit Junior Drivers.

q) All motors must be fitted with the appropriate sealing nut as per Appendix F.

9.6 PIT / GRID MARSHALL

a) Be responsible for the organisation and control of the pit area.

Check that all karts have taken up the correct grid positions and are ready to enter the
b) track when requested.

Check that all Drivers are ready to form up into their grid position when the preceding
C) Event has entered the First lap.

d) Send Drivers to the rear of the grid when they are deemed to be delaying the meeting.

e) Check that karts have the correct scrutineering identification displayed.

f) Notify the lap scorer(s) and Steward(s) of any alterations to the program as soon as
practical.

9.7 STARTER

a) Notify Drivers to form up with crossed green and yellow flags or operational light systems.

b) Start and finish a race.

c) In the Event of a false start or poor grid formation has the authority to send offending

Driver/s to the rear of the field.
d) Assist the Steward(s).
e) Communicate with the Drivers through flags, lights and boards as necessary.

f) Starter must hold a current Stewards accreditation.

Version 13" July 2026
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9.8

a)
b)
c)
d)

9.9
a)

b)
9.10
a)
b)

c)

d)
e)

f)

LAP SCORER(S)

Collate and record the finishing order for each kart in all classes.

Collate and record points scored by each kart in all classes.

Assist the Steward(s) in the event of a restart when requested.

Notify the Pit Marshall(s) of the starting order for finals as necessary.

DRIVERS REPRESENTATIVE

Be available to receive any protest, query, or complaint from a Driver. Ensure a Driver
under 18 years old taken to a Steward is accompanied by parent/guardian.

All Drivers must be accompanied by a Driver Representative when called to Chief
Steward.

ENGINE MEASURER

Be available for the purpose of engine measuring when required.

Organise to have the appropriate measuring equipment available as necessary.

Ensure that all engines presented for inspection comply with the specification for that

class.

Report any irregularities found during engine measurement directly to the Chief Steward.

Engine Measurers must not measure engines they have built.

If consent is not given for an engine to be fully inspected by the Engine Measurers, then
the Driver will forfeit his or her position for the meeting in that class and may face further
disciplinary action as determined by the Chief Steward and/or Dirt Karting of Australia.

Rule #

10

10.1

10.2

10.3

10.4

Version 13" July 2026

PROTESTS & APPE

Dirt Karting of Australia Protests and Appeal Committee shall consist of 3 independent
persons.

PROTEST PROCESS

A driver may lodge a protest if they consider themselves aggrieved by any of the
following:
a) The actions of a fellow driver in an incident occurring at the venue.
b) The technical specifications of a f
¢) Conduct of an official

All protests must be lodged no later than 60 minutes after the completion of the race.

A protest can only be submitted by the driver concerned. In the case of a Junior Driver,
parent or guardian assistance is permitted.

All protests shall be in writing, signed by the driver and accompanied by the appropriate
fee as perDOAppendi x

This fee shall be refunded in full if the protest is upheld; if the protest is lost the fee is
forfeited to:

a) Dirt Karting of Australia

b) The owner of the equipment shall be compensated as determined by Dirt Karting of
Australia

€

18

CT>XOMZME R m<——=1>»0-10W0D—2—220>

nwHzmZmMmuou—COm=DO



10.5

10.6

10.7

10.8

10.9

10.10

10.11

10.12

10.13

10.14

10.15

10.16

10.17

10.18

10.19

Version 13" July 2026

All protests and correspondence for the Protest Committee of the meeting shall be

directed through the Drivero6s Represent:

The Protest Committee will be a panel of 3 people nominated by Dirt Karting of Australia
for Title events or the Stewards of the meeting for Club events. Any member of the
Protest Committee who has a conflict of interest shall step down as a member for that
hearing and a substitute nominated.

Race Meeting results cannot be finalised for any affected class while any protest is
pending a decision by the Protest Committee.

APPEAL PROCESS

A driver may lodge an appeal if they consider themselves aggrieved by a decision or
ruling.

All Appeals shall be in writing and presented on the correct form, accompanied by the
appropriate fees as per Appendi x i DoDirtakading lofaAugtradial
Secretary or Appointed Dirt Karting of Australia official (for an Dirt Karting of Australia
Title Event) or otherwise the Chief Steward within 60 minutes of the decision or ruling
being made. In the case of a Junior Driver / Junior Pit crew, parent or guardian assistance
is permitted. The completed forms and fees will then be forwarded to the Secretary of
Dirt Karting of Australia

An Appeal can only be submitted by the individual concerned in the Appeal. In the case
of a Junior Driver, parent or guardian assistance is permitted.

This appeal shall have the effect of suspending a sentence of suspension,
disqualification or exclusion until the appeal is heard by the Dirt Karting of Australia
appointed committee.

A Dirt Karting of Australia appointed Appeal Committee shall hear all Appeals.

On receiving an appeal, the Secretary of Dirt Karting of Australia shall initiate the
appointment of an Appeal Committee. A meeting of the Appeal Committee shall be
scheduled as soon as possible for the purpose of hearing the appeal.

All parties involved in the appeal shall be given notice of the date, time and place of the
hearing and shall be allowed to provide witnesses or evidence as determined by the
Appeal Committee without setting precedence.

After hearing evidence from the appellant, the respondent and their associated
witnesses, the Appeal Committee will adjourn to make a decision. The Committee has
the authority to either uphold or dismiss the appeal.

The decision of the Committee is to be conveyed to the appellant forthwith and entered
in the appellants Logbook.

If the appeal is dismissed or reduced /increased as decided by the appeals committee,
the penalty will commence forthwith.

If a driver has been suspended or excluded for any penalty other than technical issues
and the appeal is dismissed any points received from any class of racing during the
meeting will be forfeited and they will be ineligible to receive any trophies, state plates
etc.

Technical penalties will forfeit all points, trophies, and Title plates for that class only.

The decision of the Appeals/ Technical Committee shall be final.

If the appeal is upheld the appeal fee is to be refunded otherwise the fee shall be forfeited
to Dirt Karting of Australia.
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Rule #

11

111

11.2

11.3

114

11.5

11.6

BEHAVI OUR

Members who have been suspended for driving or technical breaches of the rules shall
be permitted to participate whilst under suspension in other club activities, officiating or
assisting other members in the pit area.

Members who have been expelled for breaches of alcohol and drug, verbal, physical,
behavioural or intimidating an official or fellow competitor shall be excluded from
attending any Dirt Karting of Australia affiliated club premises.

All penalties imposed for Rule 11, must have a specified period stating the start and
completion date of penalty to be served.

No Driver, crew or participant shall verbally or physically abuse or intimidate an official
or fellow competitor, crew, or participant. Any person acting in this manner will be guilty
of an offence and shall surrender their Logbook and be liable to a penalty as per Rule
11.8.

Any Dirt Karting of Australia licence holder or affiliated Official at any sanctioned Dirt
Karting of Australia event will conduct themselves in a professional sportsman like
manner at all times. This is particularly important when in the presence of members of
the public. Any person found guilty of this offence could be liable to a penalty as per rule
11.8.

Dirt Karting of Australia encourages good sportsmanship at all levels of competition. Dirt
Karting of Australia Codes of Conduct must be adhered to by all members. Please refer
to Dirt Karting of Australia code of conduct. Any person found guilty of this offence could
be liable to a penalty as per rule 11.8.

If a Driver, crew or participant is excluded from an event, they have 30 minutes to pack
up their belongings and depart the premises. A Drivers Representative or appointed
Official must be present during this 30-minute period.

11.8

Version 13" July 2026

Penalty for any behaviour rule shall be:
1 First offence suspended from any organised Dirt Karting of Australia race meeting
or sanctioned event for:
a) A minimum period of 3 months/ up to 6 months for physical abuse or,
b) Up to 3 months for verbal abuse, unsportsmanlike behaviour or breaching Dirt
Karting of Australia Code of Conduct.
1 For any subsequent offence of any Behaviour rule, suspension from any organised
Dirt Karting of Australia race meeting or sanctioned event for:
a) 12 months for physical abuse; or,
b) a minimum period of 3 months/ up to 12 months for verbal abuse,
unsportsmanlike behaviour or breaching Dirt Karting of Australia Code of
Conduct
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Rule #
12

121

12.2

12.3

12.4

125

12.6

Rule #
12.7

Version 13" July 2026

Dirt Karting of Australia reserves the right to increase any behavioural penalty after
reviewing historic behaviour penalties on Dirt Karting of Australia data base. This would
be done on finding that the penalty was a subsequent offence under rule 11.8.

Senior Drivers will be responsible for the behaviour of their respective Pit Crews
including crew members that have gained access to the pits with a Casual pit pass. Any
violation will be charged directly to the Driver &/or crew.

Junior Drivers shall not be responsible for any adult involved with them. That adult will
be responsible for their own behaviour.

CONSUMPTI ON OF ALCOHC
DRUG RELATED SUBST!/

For full Dirt Karting of Australia  Alcohol and Drug Policy please refer  to the Dirt
Karting of Australia website .

Alcohol Breathe Testing shall be administered at affiliated Dirt Karting of Australia
sanctioned Events by an authorised person(s) as directed by Dirt Karting of Australia.

Alcohol Breathe Testing shall have a confirmatory test cut off level of 0.02mg/100m

All Officials, Drivers, associated Pit Crew or persons authorised to enter the Pit Area (Pit
Area access restricted) shall be required to undertake Alcohol Breathe Testing when and
where requested. Refusal by any of the aforementioned members to submit or cooperate
fully with the Administration of Alcohol Breathe Testing, will be deemed to be the same
as a positive result (Rule 12.4)

First Offence: exclusion from the Dirt Karting of Australia affiliated Event where a
positive test is recorded or refused (as per Rule i) ETglo BT of=Tgle[STe Ridelpie1cc1ple [Igle] any
Dirt Karting of Australia affiliated Event [JJ@oEIWIEES for a period of not less than 3
calendar months.

Second Offence: exclusion from the Dirt Karting of Australia affiliated Event where a
positive test is recorded or refused (as per Rule i) ETglo BUE ol=Tglo[=To Hidelpl=ute]glollpls] any
Dirt Karting of Australia affiliated Event [oJ@JJEININES for a period of not less than 12
calendar months.

Any subsequent offence: exclusion from the Dirt Karting of Australia affiliated Event
where a positive test is recorded or refused (as per Rule (ME)IET[o SV ol=Iglol=Toligo]00)
any Dirt Karting of Australia affiliated Event [ StIEES for a period of not less
than 5 calendar years.

SMOKI NG

This rule applies to any person who is on the premises. Smoking & Vaping are banned
at or within 10 metres of the following areas at anycl ubés premises
an event.

1 Inthe Clubhouse

1 Any enclosed building or on any structure at the venue.

1 Any club owned, hired or borrowed vehicles, plant or equipment

1 The pit area, race arena and red zones.

9 Outdoor spectator grandstands or designated seating areas
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9 Outdoor food and drink outlets or dining areas
1 Child designated areas, including playgrounds.
Any person found to be in breach of the above rule may be asked to leave the premises.

For full Dirt Karting of Australia  Smoking Policy please refer to  Dirt Karting of
Australia website.
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Rule #

13

a)

b)

131

13.2

13.3

13.4a)

b)

135

13.6

13.7

13.8

13.9
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GENERAL COMPETI TI ON R

When 80 or less total nominations are received, 3 or more nominations present on the
day will constitute a class. If more than 80 nominations are received five or more
nominations must be present on the day to constitute a class. If less than 5 nominations
are received at any meeting, Licence grades classes (A & B) maybe combined. The
organisers have the right to cancel or combine classes if necessary.

Where a class has enough nominations to constitute a class, any karts added from an
unconstituted class will start at the rear of the field and shall not be eligible for points in
that class.

Where there are not enough nominations to constitute a class, then the classes can be
mixed, and points awarded to all karts.

Before racing shall commence on any race day a Drivers briefing should be held. At this
briefing, comments from the Chief Steward, Starter and other relevant details shall be

di scussed. Driver 6s Representatives s h

Drivers, Rookie and Midget Drivers should be addressed separately. Questions from
Drivers should be invited.

Al'l Drivers and pit crew must attend th

Before racing/practice commences there shall be Event Medical or Alternative First Aid
Unit in attendance. In the absence of Event Medical or First Aid Unit clubs may
commence racing with a minimum of 2 accredited persons trained in Senior (provide)
First Aid or higher (Advanced First Aid, Cert 4 Ambulance Officer, Paramedic, Equivalent
Nursing Certification) in attendance who shall manage and reassure a patient (diagnosis
is not authorised). A First Aid Kit will be provided by the Club. Clubs are encouraged to
seek advice from respective State First Aid Services for assistance in providing adequate
First Aid equipment and supplies for First Aid Kits.

Education / Practice days with 25 or less nominations have a minimum requirement of 1
accredited Senior (provide) First Aid person in attendance.

It is compulsory at Dirt Karting of Australia Title events to have an Ambulance, Event
Medical or alternative First Aid Unit present before practice/racing commences. In the
event that the Ambulance/Event Medical/First Aid Unit is called away for an emergency,
or tending to a driver from an incident, racing may continue on the proviso that clubs
have 2 currently accredited persons trained in Senior (provide) First Aid or higher and
Dirt Karting of Australia approved minimum standard of First Aid equipment and First
Aid room are available. These First Aiders may only provide First Aid and not perform
any other duties at the meeting.

Clubs shall hol d aCedifecatign ofqpérsons lcaerying Quti First Aidhat
the track in the absence of Event Medical or State First Aid Service personnel.
Transportation of a seriously injured patient from the track in need of diagnosis and/or
medical treatment should be by recognised Practitioner/Ambulance Service.

There shall always be at least 2 fire extinguishers available.

No Junior Driver or Senior Driver is allowed to practice or compete on the track at the
same time
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13.10

13.11

13.12

13.13

13.13.1

13.13.2

13.13.3

13.13.4

13.135

13.13.6

13.13.7

13.13.8
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If a Driver moves up to a higher grade (e.g. KT to 125) then the Driver must compete at
the rear of the field for the duration of 3 meetings until they have received 3
endorsements from the Chief Steward. (R

Driver must complete 3 heats in one class (to constitute a race meeting for purposes of
signing off Logbooks) on the day. Logbooks to be handed to the Chief Steward at the
Drivers briefing and returned signed at end of meeting. Only 1 CLASS signing per driver
is to be endorsed at any race meeting.

Radio communication and telemetry aids (including mobile phones) with the exception
of official timing equipment are not permitted to be used by Drivers during competition.
Beacons are permitted to be used track side for the purpose of operating lap timers.

Transponders

The following rules apply to States and Clubs who are running transponders.

MYLAPS transponder system is the approved timing and scoring method of Dirt Karting
of Australia. It will be used with MYLAPS software and karting compatible transponders.

Transponders will be the primary method of lap scoring. The overturning of race results
can only be done through the appeals process. Only race day officials and other drivers
in that race can be used as verifying witnesses in appealing transponder results. The
results in any MyLaps apps are not final.

Clubs may elect to use a manual back up for lap scoring in conjunction with the use of
MYLAPS system

MYLAPS transponder system shall be used at all Dirt Karting of Australia race events.
Exemptions may be granted by Dirt Karting of Australia Board on application from clubs
for club events only. All titles will use Transponders.

Transponders are mandatory for all drivers excluding Midget, Rookie drivers and Single
Event Licence drivers

Every driver for which transponders are mandatory must have a functioning MYLAPS
Karting compatible transponder fitted to their kart for the purpose of timing/scoring during
each race at an event. Drivers who fail to comply will not be permitted to enter the
racetrack.

Where a transponder fails during a race, and the driver is notified, if they present to the
grid again without rectifying the issue, they must not enter the racetrack.

Where a transponder fails during a race, and the kart has to be scored manually, the
final position of that kart will not be guaranteed. The transponder is to be checked by an
official before the in-grid pit gate is opened to other people.

If the Transponder has recorded at least one pass of the transponder system in that race
after leaving the out grid (form up lap or race lap) and the transponder is mounted to the
kart when first checked by an official in the in-grid after the race, the driver will be
included in race results, on the proviso that the timing system operator and/or the chief
steward or any official approved by the chief steward can validate the final position of
the driver. Where the final result cannot be determined by any of those officials, the
driver will be awarded last place points.

If the Transponder has not recorded at least one pass of the transponder system after
leaving the out grid (form up lap or race lap) and the transponder is mounted to kart,
and is proven to be functioning (by way of green transponder lights) on the in grid when
first checked by an official in the in-grid after the race, the driver will be included in race
results, on the proviso that the timing system operator and/or the chief steward or any
official approved by the chief steward can validate the final position of the driver.
Where the final result cannot be determined by any of those officials, the driver will be
awarded last place points.
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d)

13.13.9

13.13.10

13.13.11

13.13.12

13.13.13
a
b
Cc
d
13.14

13.15

13.16

13.17

13.18

13.19
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If the Transponder has not recorded at least one pass of the transponder system after
leaving the out grid (form up lap or race lap) and the transponder is mounted to kart but
is showing as not functioning (no transponder lights) on the in grid when first checked
by an official in the in-grid after the race, the driver will be deemed a non-finisher of that
race

Regardless if the transponder has recorded at least one pass of the transponder
system in that race after leaving the out grid (form up lap or race lap) or not, if the
transponder is not mounted to the kart when first checked by an official in the in-grid
after the race, the driver will be deemed a non-finisher of that race.

All drivers, or where appropriate, the guardian, will at all times be responsible for the
correct fitting, operation and maintenance of their transponder in each race at an event.

If for any reason a driver has to change their transponder at any time during an event,
they must notify the Lap Scorers and/or Chief Steward the change of details before
participating in any other races at that event. This must be done at least 1 full race
before that driver is scheduled to race.

Should at any time during a race the transponder system fails the race will be stopped.
The order of karts will be taken at the last point at which it was possible to determine the
race position of all karts in that race. This will be final and not subject to protest or appeal.
Use of transponders does not negate the requirement for legible numbers

The MYLAPS transponder must be mounted:

In direct sight of the ground.

Must be inside of the front bar only

Mounted vertically the correct way up

Bottom of the transponder to be no more than 300mm from the ground

All motors shall be made available for inspection and engine measurement as requested
by the Chief Steward or engine measurer.

Engines must be presented to the engine measuring area for measurement immediately
after the event if requested by the Chief Steward or engine measurer.

It is the responsibility of the owner to rebuild their motor.

In the event of a race meeting being cancelled, if one full round has not been completed
then all drivers shall have their nomination money refunded in full.

All Drivers and crews shall obey the instructions of an Official.

All Drivers shall report to the Stewards or Officials when requested to do so.

26

r>xamzZmao

Z0——A——muwZ00

nmn—azZ2mImMmIOU—COmXD



Rule #
14

141

14.2

14.3

14.4

145

14.6

14.7

14.8

14.9

14.10

14.11

14.12

14.13

14.14

Version 13" July 2026

RULES OF RACI N

If a nominated Driver cannot make their dummy grid position, then the rest of the field
will be adjusted by moving all Drivers up one grid position accordingly. If Drivers fail to
take up their grid position once on the track, moving the row forward will close up the
grid, unless a red flag complete restart occurs, drivers will move up grid positions.

No Driver shall push start their kart. There shall be at least 1 pusher preferably 2.

It is the Stewards discretion at which point a kart shall be removed from the track
because of failure to start.

It is the Drivers responsibility to get their unit on and off the track as requested by the
host Club and Officials of the day.

If a Driver is not in their rightful grid position while on the track, the Driver shall raise their
hand to signal this to the Starter.

From the time karts are released from the grid until the start is given, Drivers are under
Starters order. The start shall be a rolling start. At the end of formation lap(s) Drivers will
approach start area at a consistent speed in 2 lines. No lights will be on during the
approach stage. Karts must maintain formation. If starter is not happy with procedure,
he/she will switch on yellow light indicating a further form-up lap.

The pole position holder governs the speed of a rolling start. This speed shall not be
excessive as to make it difficult for the karts at the rear of the field to keep formation.

No karts shall accelerate until the start signal is given.

No karts shall break formation until the start signal is given unless they break formation
and decelerate because of unforeseen circumstances.

To be classified a starter a Driver must face the starter and receive the green flag/light.

A restart will occur when:
a) 3 or more of the field stops in the first corner following the start of the race.
b) A kart rollover occurs in which case Rule 14.15 shall apply.

Any kart, which is to be overtaken, shall hold their line and not baulk the kart doing the
overtaking.

A Driver who causes a kart to make contact with another kart or who drives or acts in a
manner that could endanger them or any other persons may be penalised.

A Driver that is deemed to have deliberately displaced or spun out a fellow competitor
shall receive: A penalty of exclusion of race meeting for first offence. Second offence in
a 12-month period shall be 3 months suspension and any subsequent offence within a
12-month period shall be a 12-month suspension.

No kart shall be restarted during the running of a race once the race has been started.
Clutch driven karts are exempt provided the driver has not left the seated position and
assistance is not received to restart. No use of feet, hands or any part of the body is
allowed. If the kart does not start immediately and move under its own power, it must be
removed from the track as per all classes. Assistance of any kind to restart karts during
arace is not allowed. Penalty loss of points for heat. Any driver that continues to attempt
to restart their kart with field approaching for the next lap will lose all points for that heat
and a further penalty shall be i mposed,

Midget class can be restarted if it can be safely done.

Rookie class can only be restarted on the first lap unless there are less than 10 karts
participating and if it can be safely done.
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14.15

14.16

14.17

14.18

14.19

14.20

14.21

14.22

14.23

14.24

14.25

14.26

14.27

14.28

14.29

Version 13" July 2026

Any driver who as a result of a rollover or potentially serious injury shall not be able to
compete in any restart of that race, nor shall they be able to compete in any other
immediate class of racing, until they have been cleared by St John or State Ambulance
Service or have been observed for a minimum of 30 minutes by First Aid personnel to
not have any residual effects of rollover or injury. Any person refusing assessment by
First Aid personnel will be excluded from further participation in the race meeting and will
be required to provide Dirt Karting of Australia Secretary with a medical clearance from
a recognised medical practitioner to confirm the person is fit to compete in motorsport.
Any person, who as a result of a rollover or potentially serious injury (Red Flag/Race
Stoppage), will not receive any points for that heat.

Any driver that is: a) taken to hospital; or b) suspected of a concussion type head injury
by St Johns (or state) Ambulance Service or the race meeting nominated First Aiders in
conjunction with the Chief Steward, will take no further part of that meeting, any other
Dirt Karting of Australia race meetings or Education days until reviewed by a Medical
Practitioner and a medical certificate produced to the Dirt Karting of Australia Secretary.
(Entry to be made into Logbook). Medical certificate must contain the words i f i t
compete in motorsport 0 .

All restarts are to go back to the lap prior to the race stoppage. Only Drivers that are
recorded as completing the lap prior will be eligible to restart provided, they have not
been a kart which has rolled over or deemed to have caused the race stoppage.

Restarts after 1 lap will be Single Indian File.

Additional drivers involved in a race stoppage may be penalised at the discretion of the
Chief Steward at all Dirt Karting of Australia Events.

The Chief Steward shall declare a race if there is only one (1) kart left racing in a race.

If 2/3rds of the race has been completed, the race will be declared. Race results will be
the last completed lap. The kart(s) deemed the cause of a Race Stoppage will be
recorded as a non-finisher.

If a kart comes to an unforeseen stop or loss of power in the path of other karts the Driver
shall remain in the kart and raise their hand to indicate to the other Drivers, the situation.
Once safe to do so the Driver shall comply with Rule 14.3 of Rules of Racing.

If whilst racing, the Driver has to exit the course, they may re-enter the track at the
nearest possible point, provided they do not gain an advantage and do so safely and do
not impede any other Drivers.

Any driver not taking the track proper of the day maybe subject to a penalty. Once the
race commences, any driver using the track cut through / roll through in full will be
excluded from the race. Where possible the driver will receive the black flag during the
race.

No person shall use the track as a thoroughfare or cross the track whilst a race is in
progress, unless to assist with a potential safety issue.

A Driver shall not deliberately lift their front wheels with a pulling action on the steering
wheel. This action is different to the bouncing of a kart.

To be classed a finisher the Driver must pass fully over the finish line, on the track proper,
seated in the kart with the kart under its own power.

No Driver shall continue racing after the chequered flag is waved. All Drivers shall keep
the kart circulating at a reasonable speed immediately after the chequered flag as not to
impede other finishers.

At no time shall a Driver permit their kart to be pushed or driven in the opposite direction
of the race being run.
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14.30

14.31

14.31a

14.32

14.33

14.34

14.35

Version 13" July 2026

Once a race has been completed and/or declared the race may not be re-run for any
reason.

No Driver shall enter the in-grid at speed, such as to endanger other drivers, crews or
officials.

All drivers are to remain seated in or on their kart (i.e. in their seat, atop the back

of their seat, or on one of their side pods or tyres) until all clear for that race has

been given by the Ingrid Marshall.

This rule to be compulsory for all title events and optional for club events and its

i mpl ementation to be announced at drive
of racing.

Drivers that have the same offence recorded for a third time in their Logbook (excluding
14.13) in one race calendar year shall surrender their Licence/ Logbook to the Chief
Steward who will make an endorsement of penalty and return Logbook to member. The
driver shall be excluded from racing for the remainder of that weekend and attend a
steward panel hearing (3 stewards) elected by the Officials Sub Committee within 5
days. A penalty of up to three months suspension from driving shall be imposed. The
panel will advise the penalty applied. Dirt Karting of Australia Secretary to be advised of
suspension. During suspension period drivers are permitted to attend Dirt Karting of
Australia affiliated events and assist as an Official or enter pit area.

If a driver has been suspended or excluded for any penalty other than technical issues
any points received from any class of racing during the meeting will be forfeited and they
will be ineligible to receive any trophies, state plates (if applicable) etc. Technical
penalties will forfeit all points, trophies, and Title plates (if applicable) for that class only.

Any driver running in engines without due care may be penalised.

Clubs may adopt all or any part of Appendix A 25 rule to implement at club events. Any
part of the rule implemented must be announced at Drivers Brief on the day.
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Rule #
15a)

b)

c)

d)

151

15.2

15.3

15.4

155

15.6

15.7

Version 13" July 2026

THE PI TS

The pit area commences at the start of Drivers briefing and concludes following the
final event (or any other kart activity on the racetrack)

Drivers wishing to start their karts before this must have the Chief Stewards consent
and must be done within the red zones.

For events where practice is offered before Drivers briefing, drivers may start their
karts in the tracks red zones.

Title events will have pit open/close times outlined within the prospectus.

Only Dirt Karting of Australia licenced persons are permitted into the pit area. Under
5yrs of age and over 90yrs of age are permitted but will be uninsured.

All dogs, which are on the Club premises, shall be on a leash and are the responsibility
of the owners. No dogs are allowed within the confines of the pit area

No Driver, participant, crew or official shall light fires, weld or use any open flame
instruments within the confines of the pit area.

No kart shall be driven within the confines of the pit area.
No alcoholic beverages shall be consumed within the pit area.
Fully enclosed footwear must be worn within pit or racing area.

All karts must be pitted in the designated pit area in accordance with affiliated club
licence.
No kart shall be started outside of the pit area or red zones.
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Rule #
16

16.1

16.2

16.3

16.4
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RACI NG FORMATZS

The maximum contestants in any one heat will be 20 unless the Dirt Karting of Australia
Safety Sub Committee has specified a lower track limit.

The maximum contestants in any final shall be 20, unless a Dirt Karting of Australia
Safety Sub Committee has specified a lower track limit.

Where applicable the final will be eligible to only the top 20-point scorers of a class with
starting positions being determined by highest points starting from the front. If one or
more of the top 20-point scorers are unable to compete in the final the drivers in lower
grid positions then move up grid positions therefore allowing drivers that were not
previously in the top 20 (in the points position) to also move up, allowing the full capacity
of 20 in the final.

Each Class of racing shall be contested over 4 heats with an optional final or 4 heats
with a final only to decide the winner or Time Trials, Heats, Pre Final/B Main, A Main
or 4, 6 or 8 heats with an option of dropping the worst heat or

All other formats must be submitted to Dirt Karting of Australia Rule Change Panel 14
days prior to the event and must not contravene safety.

A method of draw/reverse/middle/middle will determine grid positions for the 4 heats.
(i.e., with 16 entries a possible draw is 1-16-9-8).

Late nominations (if accepted by club) to Rear of Field all day including all Finals at club
discretion.
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Rule #

17

171

17.2

17.3

17.4

17.5

17.6

17.7

17.8
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FLAGS AND/ OR LI

Green i Race Start

2 B

Crossed Green and Yellow 1 Form up for Race Start

Yellow - hold position. Do not pass any karts until past the next Flag
Marshall point not showing a yellow flag/light.

Red i In the event of a Red light/flag, the drivers shall raise their hand,

- reduce their speed safely to a slow pace and return to the finish line,
where they will stop to one side of the track. If the accident is between
themselves and the finish line then they must safely stop their kart and
not pass the accident. A kart rollover will automatically bring about a
red flag.

Blue i Driver being lapped, hold your race line.

Black Flag - Faulty equipment or has broken rules of racing must leave
track with caution. Board with number can be shown.

White i One lap remaining.

EEE Black and White Chequered 7 Race finished. All karts passing this
must stop racing and slow down with caution

E Red and White Chequered 7 All karts are to return to the pits and
await further instructions.
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Rule #

18

18.1

18.2

Version 13" July 2026

RACEORMATS

Grid Draw Points - Definition

AiGrid Drawo points are calculated from 1
example. In a class of 12 drivers a driver has grid draws 1, 12, 6 and 7 for Heats 1 to 4.
The fAGrid Drawd0 points are cmhteysttmg.t ed a:
(Grid 1 = 23 points) + (Grid 12 = 9 points) + (Grid 6 = 15 points) + (Grid 7 = 14 points)

= 61 points

4 Heats and Final (Optional) Accumulated points or 4 Heats (with a Final only to
decide the Winner) Final Grid Calculation

The Final Grid positions are calculated as follows:
Highest point scorer over the 4 heats obtains lowest numbered final grid

position.
I f two or more drivers have equal point
T The driver with the | ower AGrid Draw
lower numbered final grid position.
I f the drivers have equal iGrid Draw

1 The driver with the higher numbered first heat grid position (which is also the
driver nearer the bottom of the result sheet) is allocated the lower numbered
final grid position.

Note: In the case of oversubscribed classes the driver nearer the bottom of the result
sheet list is allocated the lower numbered final grid position.

Meeting Position 1 4 Heats and Final (Optional) - Accumulated points
The Meeting positions are calculated as follows:
Highest point scorer over the 4 heats and the final, is awarded the lowest numbered
meeting position.
I f two or more drivers have equal poi nt
1 The driver with the lower numbered finishing position in the final is allocated
the lower numbered meeting position.

If two or more drivers have the same finishing position in the final, OR the final is not
run (e.g. finishing position or drivers
1 The driver with the lower numbered final grid position is allocated the lower

numbered meeting position.

Meeting Position T 4 Heats with Final only to decide the Winner
1 The order in which the competitors cross the finish line in the final, subject to
penalties, protests and appeals determines the meeting position for each

competitor.
1 If afinal is declared, refer to rule 14.21
T 1 f the final i s not C 0 ntiedHeatscdnd a Fimaf e r

(Optional) to determine the meeting position for each competitor.
Meeting Position 4, 6 or 8 Heats with Option to Drop the Worst Heat
The Meeting positions are calculated as follows:

9 Highest point scorer over the 4, 6 or 8 heats (worst heat dropped if the option
is selected) is awarded the lowest numbered meeting position.

I f two or more drivers have equal point

T The driver with the | ower number of
is awarded the lower numbered meeting position.

I f the drivers have equal AGrid Draw Po

91 The driver with the higher numbered first heat grid position (which is also the
driver nearer the bottom of the result sheet) is allocated the lower numbered
meeting position.

Note: In the case of oversubscribed classes the driver nearer the bottom of the result
sheet list is allocated the lower numbered final grid position.
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18.3

18.4
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3 Heats, Heat 4 Highest Points to the Front, Rear or Not Used & Final (Optional)

3 Heats, Heat 4 and Final
Heats 1, 2 and 3 Grid positions are based on the initial grid draw.

3 Heat Rank
The 3 Heat Rank values are calculated as follows:

Hi ghest point scorer after the 3 heats
value.

I f two or

T The dr

number

dr

more drivers have equal point:
iver with the | ower 03 Heat Gr
BdafiS3Ranko value.
\Y;

I f the ivers have equal i3 Heat Grid |
T The driver with the higher numbered
nearert he bottom of the result sheet) i

Ranko val ue.

Heat 4 Grid (highest points to the front) are calculated as follows:
T The driver with the | owest i3 Heat F
Heat 4 grid position.

Heat 4 Grid (highest points to the rear) are calculated as follows:
T The driver with the highest A3 Heat
Heat 4 grid position.

Note: For oversubscribed classes the drivers are allocated grid positions based on their
ifHeat Ranko and assigned to groups rand
therewilbe 2 groups. The drivers with A3 He
allocated grid position 1 and assigned to Heat 4 group 1 or 2 randomly.

Final Grid
The Final Grid positions are calculated as follows:
1 Highest point scorer after the heats obtains the lowest humbered final grid

position.
I f two or more drivers have equal point:
T The driver with the | ower A3 Heat Ra
grid position.

Meeting Position T Accumulated Points
The Meeting positions are calculated as follows:
Highest point scorer over the heats and the final, is awarded the lowest numbered
meeting position.
I f two or more drivers have equal poi nt
1  The driver with the lower numbered finishing position in the final is allocated
the lower numbered meeting position.

If two or more drivers have the same finishing position in the final, OR the final is not
run (e. g. finishing position or drivers
1 The driver with the lower numbered final grid position is allocated the lower

numbered meeting position.

Meeting Position T Final only to decide the Winner
1 The order in which the competitors cross the finish line in the final, subject to
penalties, protests and appeals determines the meeting position for each

competitor.
1 Ifafinal is declared, refer to rule 14.21
T 1 f the final i's not c o n tieAsctceudmu | raetfeedr

determine the meeting position for each competitor.

Time Trials, Heats, Pre Final/B Main, A Main

Time Trial
1 The draw for the time trial shall be done with quick grid, to determine the starting
order and division in split fields.
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= =

The time trial shall be over a number of laps or set time. If a driver fails to record a
timed lap, they will be given the opportunity to complete two laps (one warm up lap
and one timed lap) at the completion of all time trials. The driver will start no higher
than 50% of the field (ie in a field of 20 can start no higher than 10") If they fail to
record a time in the second session, then they will take last place in the field

In the event of a tie in qualifying, the second fastest lap will determine the grid
position. In the event of a further tie, then the next fastest lap will determine the
grid and so on until the tie is broken.

Points will be awarded based on heat points

Drivers may be given point penalties for driving infringements or actions that
impede the times of other drivers

Heats

f
f

1

Time trials will determine the starting grid for the heats.
Heats may be
0 Fastest to the front
0 Fastest to the rear
0 Highest points to the front
o0 Clubs may choose other formulas for heat starting positions or the number
of heats
In the event of a tie after the heats, then the fastest time trial shall determine the
highest starting position for the finals.

Pre Final / Dash (if used)

il

f
f

The starting position will be determined from the points from both the heats and the
time trials.

The number of karts starting this event is optional.

The finishing position of pre-final shall determine the starting position of the A Main.

B Main

f
f

The starting positions for the B Main shall be determined from the points from
both the heats and final.
The B Main format may be
Class 0-24 No B Main
Class of 25-36 Positions 1-12 into the A Main
Positions 137 32 into the B Main
The top 8 from the B Main go into the A Main with the
winner taking position
13 and so on.
Class of 37 or more Positions 1-12 into the A Main
Positions 13,15, 17é¢. To
The top 4 will go into the A
Main and take up positions 13, 15,17, 19
Positions 14, 16, 18é. To
The top 4 will go into the A
Main and take up positions 14, 16, 18, 20

A Main

il

The winner of the A Main will overall winner of the event
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New #
19

191

19.2

19.3

Version 13" July 2026

POI

NTS SYSTEM

The overall result for the Class raced will be determined by either:
a) The aggregate points from all heats plus the final (if run).
a) 6 or 8 heats dropping the worst heat.
b) Results from the final race, as elected by the Club, to be notified at Drivers

briefing.
When using Final Only Counts

system. 23-point system used to determine the

starting position in the final. The finishing order in the final determines the overall

results.
230 point system
1st= 23 points, 6" = 15 points, 11% =10 points, 16" = 5 points,
2" = 21 points, 7t = 14 points, 12t = 9 points, 17" = 4 points,
3 =19 points, 8" = 13 points, 13 = 8 points, 18" = 3 points,
4t = 17 points, 9t = 12 points, 14% = 7 points, 19" = 2 points,
5% = 16 points, 10" = 11 points, 15™ = 6 points, 20" = 1 point,

Heat & final placings can be determined by either using the point penalty system where

the other

positions

donodt al ter, or

and move other places up. The points for those places that are not affected will remain

the same. EG: 1% place is penalised 2
2" are moved up to 15t and 2M. All
allocations.

Count back: Refer Rules 18.17 18.4

places, they are moved back to 3" and 3™ and
other places will be determined as per point

t he
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DIRT KARTING

Protective Clothing

Weights

Kart Formula

Number Plates & Numbers

Fuel

Fuel Testing Procedures

lllegal Equipment/Fuel/Motors
Cylinder Head Volume Measurement




Rule #
20

b)

<)

d)

Version 13" July 2026

PROTECTI VE CLOT

Helmets
Must be in sound condition, fitted and worn as per the manufacturerd s i nstr uc
Must have a date of manufacture, maximum age less than 10 years from this date

Must be Full Face, and bear a label indicating they comply with one of the following
standards:

(i) AS/NZS 1698

(i) ECE22.05, ECE 22.06

(iii) Snell SA2015, SA2020, M2015, K2015, K2020, K2025, SA2025

(iv) Snell-FIA CMR2007, CMS2007, CMR2016, CMS2016, FIA 8859-2024

(v) SFI1 24.1, 31.1, 31.1A, 32.2A

(vi) FIA-8860, FIA-8859, FIA 8862018, FIA 886Q018ABP, FIA 8852015

FIA 8878024
B g Australien Standarg
ASNZS 1698
2 i b
DO NOT REMOVE

SAl Global

ECE R22-05

lidiin

(™ 58 [1550%50g

CERTIIED PRODUCT

Global-Mark

In compliance with

FIA Standard 8860 201
dlﬂ Company

No: | AHXXX.XX-X
APPRO Size: | 57

For helmets that comply with UN ECE 22.05, the helmet must bear a label displaying an

international approval mar k. The mark is

followed by the distinguishing number of the country in which the testing and certification

was approved.

The mark must also have information concerning the actual standard with which it applies
(i.e. 05 is the ECE 22.05 standard and is followed by the approval number issued in the

respective country), the type of ddhldtmets!

face approval) and its production serial number.

Must be fitted with either a shatterproof visor as supplied by the manufacturer or googles.
Tear-offs, Roll-ons or similar must be used to maintain good vision and must have a
device to retain them to the helmet when used (i.e., rubber grommet or zip-tie). Visors
must be closed whilst the kart is under power within the race arena.
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20.1

a)

b)

c)

d)

f)

)
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No protruding objects are to be fixed or mounted on helmets except for manufacturers
specified visors and peaks for each individual helmet.

Must be scrutineered, with an Dirt Karting of Australia approval decal applied, and details
recorded into the userdés | ogbook before

Apparel

Suit

All Drivers must wear abrasive resistant zip type overalls which are adequately secured at
the neck, wrist and ankles (to the satisfaction of the Scrutineer). This is the minimum
acceptable attire of racing. Disposable type overalls or overalls with POP type buttons are
not acceptable.

Gloves
All drivers must wear fully enclosed gloves. Only thumb and for-finger tip from the first
knuckle can be removed.

Boots
All drivers must wear securely fastened and enclosed footwear.

Neck Brace
Neck braces or 360 Devices are compulsory for all classes of racing and must be worn as
per manufacturersé recommendati ons. I f n

then driver shall be black flagged for faulty safety equipment, and no points will be given.
All drivers with long hair must have it securely concealed inside either the helmet clothing.

Rib vest must be designed specifically for kart use and may not exceed 2kg. No other
form of vest is to be worn whilst racing.

Drivers are only permitted to wear one (1) suit, and one (1) rib vest whilst racing.
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Rule #
21

21.1

21.2

21.3

21.4

215
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WEI GHTS

Clubs shall be responsible for the purchase, maintenance, repairs and calibration of their
Dirt Karting of Australia approved scales. The scales are to be set out on a level concrete
pad and the base of the scales is to be bolted to the pad. The scale platform is to be to Dirt
Karting of Australia standard specifications. Karts are to be weighed in one direction, which
is to be clearly indicated on the scales. Driver must stand as close as practical to the centre
of the kart to weigh total combined weight. Clubs need to add two strips of material cross
wise on scales to position rear wheels this will prevent rear wheels from rolling when driver
is standing in kart.

Minimum weights for Driver combined with Kart are set out in the Table below:
Class Combined Weight
Midgets/Rookies No combined weight
J Junior Light 95kg
J Junior Heavy 115kg
KT Light 120kg
KT Medium 140kg
KT Heavy 160kg
KT Twin 160kg
Statesman 140kg
125cc Light 140kg
125cc Medium 160kg
125cc Heavy 180kg
100cc Open 140kg
200cc Open 160kg
Outlaw 175kg
It is the driverodés responsibility to ens

minimum weight specified in Rule 21.1 for the nominated class. Scales shall be available
for drivers to use at all times. Officials may check kart weights or kart and driver combined
weight at any time during the race meeting.

Competitors must weigh to the scales of the day. Should a competitor fail their first (15
weigh test they may request one additional test. This reading shall not be questioned and
will be considered correct. No further correspondence shall be entered into. Karts and
Drivers may be weighed at any time.

A person who contravenes Rule 21.1 (Table) will be guilty of an offence and be liable to
penalty. The off enBoe Psehnaalllt yb eC A(plpoesnsd i oxf fip

Maximum kart weight can only be determined before the start of the race as the kart is
presented on the out grid. An official, weigh Marshall or Driver can request that mud be
scraped from a kart before or after weighing if they think it will have an effect on the weight
of the kart or combined weight. The driver only with the use of a scraper has up to 2 minutes
with the presence of an official to remove any excess dirt. If the kart fails to comply the driver
will be excluded from the race.

Junior Classes

A J Junior driver may race in 1 weight class only on the day.

Maximum kart weight for J Junior Heavy when a Light Class is offered shall be 70kg or a
combined weight of 105kgs when a light class is not offered.

KT Classes
Maximum Kart weight for KT Medium and KT Heavy classes when a Light class is offered
shall be 75kg

125cc Classes

Maximum Kart weight for 125cc Medium and 125cc Heavy when a Light Class is offered
shall be 85kg. If numbers do not allow for 3 split classes, then clubs may elect to run 125cc
Light and Combined class at 160kg or Combine all classes at 150kg. No maximum kart
weight when all classes are combined.
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21.6

21.7

Rule #
22

a)

b)

d)

f)

ag)

h)

22.1

a)

b)

Version 13" July 2026

Weights must be attached to the frame or seat only. Weights less than 3kg must be fastened
with a minimum 8mm high tensile bolt and locknut. Weights above 3kg must be fastened
with a minimum of one additional 8mm high tensile bolt and locknut per 5kgs or part thereof.
All weights must have 30mm washer placed against both the bolt head and the securing
nut.

No additional weight is to be carried on person. Penalty to be imposed, immediate loss of
licence for up to 3 months.

KART FORMULA

CHASSIS

Wheelbase: shall be a maximum 1270mm and a minimum of 1000mm except juniors may
have a minimum of 890mm. The maximum overall length of the vehicle shall be 1820mm
without nose cone fitted.

Track: Maximum width for a kart shall not exceed 1400mm

Height: Maximum height for a kart shall not exceed 710mm from the ground

Wheels and Tyres: Four wheels only with 50 or 6Nb
chemical tyre traction treatments are allowed to be used.

Axle: Rear wheels to be driven by a one-piece axle shaft only. Axle must not protrude
beyond the tyre.

Hollow aluminium axles to be a minimum of 39.0mm x 2.75mm wall thickness. Hollow steel
axles to be a minimum of 2.75mm for 39.0mm or less and 2.0mm for 39.1mm and above.
As from 2014, only holes for the purpose of mounting keyways are allowable.

Frame: All go-kart frames to be in sound condition. Chassis to be constructed of metal and
be manufactured from a minimum of 1.6mm Chrome Moly or 2.0mm low carbon steel tube.

Bumpers: must be fitted and made of tubular steel (front pegs exempt). Front to be a
minimum of 15.0mm and maximum 20.0mm with a wall thickness of 1.6mm minimum and
2.4mm maximum.

Front bumper maximum height to be 200mm measured from the bottom of the lower
bumper to the top of the upper bumper.

Rear to be a minimum18.0mm and maximum of 30.0mm with a wall thickness of 1.6mm
minimum and 2.4mm maximum. The rear bumper must not exceed outside the width of
the main chassis rails and maximum height to be 250mm measured from the bottom of the
main chassis rails to the top of the bumper.

A chain guard Tag 30 x 20 x 4mm will be accepted.

Bodywork: The only permissible bodywork or aerodynamic aids are side pods, Nassau
panel and nosecones must be made from shatterproof / non-metallic material. Fibreglass
Nassau panel/wings must be chopped strand matting type. If plastic, it must be non-
splintering

Chassis adjustments while driving are forbidden.

BODYWORK
Side pods are compulsory for all classes.

The side pod shall consist of two side members and a top and bottom section, as supplied
by the manufacturer.

No additional materials or panels are to be fitted to the outside or top surface of the side
pods, other than decals or competition timing equipment as directed. Modification for side
mounted carburetted engines accepted. They are not to be used as fuel tanks or to support
ballast.

Side pods must be a separate item to the under tray.
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d)
e)

f)

a)

22.2

d)

e)

f)

22.3
a)

b)

c)

d)
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Side pod mounting bars must be welded or bolted at all fixing points and are to be attached
at a minimum of two points to the chassis. Mounting bars are not to protrude past 75% of
the inside of the pod and must have no open ends facing outward. Any open ends must be
radiused. Tube diameter of side pod mounting bars to be a minimum of 18.0 mm and a
maximum of 30.00mm, Steel bars to be a minimum thickness of 1.5 mm and 2.4mm
maximum. Aluminium bars to be a minimum thickness of 2.0mm and 3.0mm maximum.

Bars on the outside surface of the side pods are not permissible.
Drilling of side pod components for lightness is not permitted.

Dimensions:

With the front wheels in a straight-ahead position, the leading edge of the pod must be inside
the plane covering the outside of the rear of the front tyre and the outside of the front of the
rear tyre. The rear tyre may not extend 25mm past the outside of the pod or more than
25mm inside the outside edge of the pod.

Ground clearance must be a minimum of 25mm and fill a maximum of 70% of the distance
between the tyres, measured at centre line of the tyres. The front tyre must not make
contact with the pod.

Nassau panel may be no wider than 500mm, no higher than 50mm above the steering
wheel and must not restrict the driver.

Nose Cones: All classes are permitted to use nose cones.

Must be made from plastic only and must be non-splintering and non-shatter-able.
Nose cone must be able to be removed without the use of tools.

Nose Cones must be CIK stamped and approved.

BRAKES
Brakes must be foot operated through the two rear wheels. Disk brakes only. A Grade to
have Hydraulic Disc brakes.

Brakes must be able to stop the kart. The rear wheels must not turn when the brakes are
applied by hand.

No front brakes allowable.

Where only bolts retain brake pads, the bolts must be drilled, and a safety wire affixed or if

split pins are used they are to be in manufactured condition with a minimum diameter of

3mm.

All brake cables must be multi-strand steel wire of 2.25mm minimum diameter and must be

fastened by a machine swagged fitting or by positive methods that cannot cut into the wire.

Brake pedal rods are to be a minimum of 6mm diameter solid steel if the threaded ends are

cut into the rod or 5mm solid steel if the threaded ends are rolled on the end of the rod.

All Brake systems and pedal mounting bolts must be of high tensile material.

Drilling of brake components (excluding brake discs) for lightening is not permitted.
STEERING

Shall be affected by the operation of a full wheel.

The steering wheel boss is to be manufactured of metal. (No plastic).

The steering shaft is to be a minimum of 18mm diameter and have a minimum wall thickness

of 1.5mm if tubular. The steering shaft shall have a collar device, to be securely fitted within

5mm of the lower edge of the upper steering shaft bush.

The tie rods are to be a minimum of 8mm steel rod or 12mm. outside diameter aluminium.

An engaged thread length minimum 8mm is required between the tie rod and rose joint.

Rose type joints of peg, plastic/nylon, and or pressed metal type are not permitted.

The drilling of any steering components for lightness is not permitted.
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f)

22.4

a)

22.5

22.6

22.7

a)

22.8
a)

b)

22.9
a)

22.10
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Tie rods are not to come into contact with steering shaft when at full lock left or right.
Adjustable steering stops required on right and left sides of kart to prevent tie rods from
making contact with steering shaft and locking up steering.

Midgets are exempt from Rule 22.3 e) as the karts are manufactured in a way that steering
stops are not able to be used or aluminium angle used on the Tie Rod ends. A piece of
(round) rubber is to be fitted (cable tied or glued) on the bottom of the

steering shaft so there is no metal to metal contact with the steering shaft and tie rods.

Stub axle bolts to have no area of thread inside chassis or stub section.

UNDERTRAY
Shall be of non-perforated sheet of a minimum 1.2mm for steel and aluminium or 2.0mm for
fibreglass. From a seated position the floor-tray shall have no void large enough to permit

any part of the driverds body to pass thr

Must be fitted above the tags welded to the chassis at the front of the kart. The edge of the
floor-tray within the sub area must not protrude below the bottom of the chassis. It must not
extend beyond the inside of the chassis rails and cannot be drilled for lightness.

GUARDS

Chain Guards: All karts must be fitted with plastic or metallic chain guard that protects the
driver/crew in the event of a chain breakage or prevent the driver/crew from trapping their
fingers in the chain. It must be fixed at two points to cover chain and prevent the guard from
being dislodged. KT Twin and 200 Open must have a chain guard on each drive chain.
Chain Guards that do not connect to the engine sprocket guard will have a maximum of
30mm gap between the chain guard and the engine sprocket guard on the motor. The
engine sprocket guard must give sufficient front and side protection to prevent the driver
trapping his/her fingers in the chain

Motors with flywheels on the outside of the kart must have a guard covering the flywheel.

FUEL TANK AND FITTINGS
The only permitted tanks are those purchased from a kart manufacturer designed for
carrying fuel. Aluminium or metallic materials can be used with a minimum thickness of
1.6mm. No plastic/aluminium /stainless steel food or drink container of any type or design
is permitted. The fuel tank shall be securely mounted to the floor tray or chassis positioned
bet ween the driverds | egs and the floor t
prevent spillage.
All fuel lines must be clamped or wired on.

SUSPENSION
Any suspension devise, either elastic or hinged is prohibited.

No jacking aids are permitted
EXOTIC COMPOUNDS

Carbon Fibre Compounds may only be used in seats, Nassau panels and floor-trays and
Outlaw Rear Wings

Exotic elements such as titanium are banned.

SEATS
All seats are to be in sound condition.
A metal plate 35mm minimum diameter of 1.5mm thickness shall be placed between the
seat and the seat mount.

FASTENERS
All fasteners under the kart must be bolted upright. No bolt is to protrude in a dangerous
manner.
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22.11

b)

c)

d)

e)

22.12

22.13

a)

b)

Version 13" July 2026

EXHAUST
All engines not otherwise listed must have no less than three springs between the header
and muffler and at least two springs holding the muffler to the chassis.

Rotax FR125 Max requires min 2 springs between header and muffler and may be bolted
or attached with min two springs to the chassis.

| AME X30 with AType 20 exhaust or PRD Gal
and header and attached with min two springs holding the muffler to the chassis

All mufflers to be fixed with multi-strand wire (throttle cable) between the muffler and header.

The muffler must not protrude outside the rear wheel track

THROTTLE
Throttles must be fitted with two return springs, (one at the pedal and carburettor) both
able to shut the throttle if one should fail.

TRANSMISSION
All systems of varying the drive ratio in motion by torque manipulation are forbidden in all
classes except gearbox classes.

Front wheel driver systems are forbidden.

I ntermedi ate gear reduction systems, mor ¢
allowed provided the reduction drive system is a direct drive system fitted without a clutch
assembly and the intermediate gear reduction system can be fitted either directly to the
frame or between the engine and the mounting bracket.
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Rule #
23

23.1
23.2
23.3
23.4
23.5
a)
23.6

23.7

23.8

b)

c)

d)

e)

NUMBER PLATES and

Juniors/Rookies/ Midgets i White number(s) on green plate
KT Open i Black number(s) on yellow plate

100cc Open i White number(s) on black plate

Outlaw 250 i White number(s) on blue plate

200cc Open/125cc i Black number (s) on white plate

State or Territory Title Plates T White letter and number on red plate with the initial letter of the
state/territory preceding the number.
Australian Title holder i Yellow number on Green plate

Dirt Karting of Australia owns the rights to numbers 1, 2 & 3 at any level.

Dirt Karting of Australia is to purchase one of 1, 2 & 3 plates for each contested class at any State,
Territory or National Title.

Rear number plates shall be flexible material with a flat surface that is a minimum of 200mm
square, the same colour as per Rule 237 23.5 for the class entered. The numbers must be a
minimum of 145mm high and a minimum of 20mm thick and be plain font. The numbers must be a
minimum of 10mm from the edge of the plate and a 10mm gap between double- or triple-digit
numbers.

Nassau panel backgrounds are to be a minimum of 200mm high and 210mm wide. The numbers
must be a minimum of 20mm from the edge of the plate or flexible material 145mm high and a
minimum of 20mm thick and be plain font.

A letter must be on the state plates showing the state of origin & be a minimum of 145mm high
preceding the number on Nassau panel & rear plate.

Side numbers on karts are compulsory. Numbers may be attached to the inner rear part of the
side pod with a flexible plastic plate (no metal brackets permitted) or stuck to the outside of the
pod.

Outlaws may have their side numbers on the outer edge of the wing and comply with all other

rules from Rule 231 23.9 for their class.

Side number plates or flexible material must be a minimum of 160mm wide and 140mm high,
numbers which must be a minimum of 200mm high and a minimum of 15mm thick and be plain
font. The numbers must be a minimum of 10mm from the edge of the plate or flexible material and
a 10mm gap between double- or triple-digit numbers

All numbers are to comply with the colours of the particular class being raced without highlight
lines or borders.

Letters are not to be used on plates unless on a Red Title Plate or a National Plate that designates
the State, Territory or Country in which the Plate was won.

Number plates shall be cleaned before entering the track to race.

Version 13" July 2026
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EXAMPLES OF NUMBER PLATE STYLES

SIDE PODS

REAR NUMBER PLATE
NASSA PANEL

HEHHE

013102

STATE PLATES

03

APPROVED FONTS:

PLAIN
Impact

1234367890

Aachen or Aardvark Bold

1234567890

Gompacta Bold

1234367830
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1234567890

12343678390
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Rule #
24

h)

243
a)
b)

c)

d)

24.4

24.5

FUEI& OI L

The purpose of this General Rule is to ensure that the fuel used in Go-Kart Racing is consistent
with Premium Unleaded Petrol as this term is generally understood.

Petrol within the meaning of these General Rules of Racing is one of the following:

Petrol and/or fuel of a kind recognized by the Dirt Karting of Australia. as being on general and
genuine sale to the public of Australia.

Petrol and/or fuel that has been approved by Dirt Karting of Australia.

The only oils, petrol and/or fuels permitted are:

Premium Unleaded Petrol (PULP) 98 or 95 produced by major refineries, VP C9.

Fuels must not contain ethanol

Maximum RON 99

Only (1) one fuel type/brand of fuel may be used, no mixing of fuels is allowed.

Premium Unleaded Petrol (PULP) having properties and characteristics as required by Federal
and/or State Government Regulations for Premium Unleaded Petrol (P.U.L.P.)

Fuel that has been approved by A.l.D.K.A. (which also will conform to Government Regulations)

The only oils permitted for use are:
Kastor Racing M (or Shell M)
ELF HTX 909

Maxima 927 Castor oil
Putoline Castor R

Penrite 10 Tenths Race castor oll
Motul Kart Grand Prix 2T Qil
Castrol A747

Rock Oil Castor Kart
Fuchs/Silcolene Pro KR2
Ipone Stroke 2R

Castrol TTS

Penrite Hi -Per 2 stroke oil
ELF HTX 976+

Ravenol Racing castor 2T
Redline Two Stroke Racing Oil
Amsoil dominator racing synthetic
Maxima K2 Fully synthetic Oil
Motul 800

Castrol R30/R40

Rock synthesis 2 racing
Vrooam 2T Kart Engine Oll
Yamalube R

E R I I I I B R

The fuel, oil and ratio must be disclosed to the Dirt Karting of Australia fuel tester or officials if
requested

Safety:

All participants in motor sport are reminded that fuel, oils, lubricants, and Coolants are highly
specialised substances.

Participants must be aware that these agents may contain substances that are extremely
dangerous to one6s health if misused, inhale
Some of the contents of these fuels, oils, and lubricants are suspected of having the potential to
cause cancer in rare instances.

The use of petrol as a general cleaning and washing agent is a common misuse of a potentially
dangerous substance.

Any petrol that appears to have been formulated in order to subvert the purpose of this regulation
will be deemed to be outside of the accepted regulation.

In addition, the fuel must contain no substance which is capable of exothermic reaction in the
absence of external oxygen.

Version 13" July 2026
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24.6  Only ambient air may be mixed with the fuel as an oxidant.

24.7 Any, one (1) commercially available motor oil that does not contain a performance enhancing
additive may be used. If requested a competitor must advise the relevant officials which brand/type
and ratio of oil is being used.

24.8 No substance other than oil as described in this General Rule may be added to petrol used in

competition.

24.9  Fuel and oil must comply with Dirt Karting of Australiads r ul es and regul ati

24.10 Fuel Testing & Sampling will be performed as per Rule 25 (Fuel Testing & Sampling.) Dirt Karting
of Australia Technical Committee reserves the right to update and alter Rule 25 (Fuel Testing &
Sampling.) when required.

24.11 Control Fuel: Dirt Karting of Australia may state the details and availability of a control fuel. These
details must be on approved Supplementary Regulations for the event and will automatically
constitute the designated fuel for that meeting. A control fuel cannot be a fuel, which is not an
approved fuel.

24.12

Before a new fuel or oil is accepted as an approved fuel or oil, it must have all government approvals
in writing. Dirt Karting of Australia may conduct an analysis before acceptance. A sample of fuel or
an unopened bottle of oil must be submitted to Dirt Karting of Australia for analysis and approval.
Dirt Karting of Australia reserves the right to charge all costs associated with the fuel and oil
approval procedure back to the applicant.

Rule #

FUEL TESTI NG PRO

25 Fuel Testing & Sampling

a) Dirt Karting of Australia may perform ilGHKIEstNg or take samples from a EOMIPEHOIONSIN Kt &

any time during the event, from the completion of drivers briefing until the final results are official.

b) The driver or their nominated representative must be present to observe the process [GRheHnital
f881. It a Driver or Representative cannot be present within 15 minutes, then an Dirt Karting of
Australia official of the meeting shall be appointed as a proxy observer.

c) Refusal to allow a fuel test to be ierformed or disclose ani reﬁuired information will deem the

compet i ttohe

d) At the time of testing the following must be declared:

a) Fuel Brand and type i.e. Caltex Vortex 98

b) Oil Brand and Type i.e. Shell Racing M

¢) Fuel Oil Ratioi.e. 18:1

d) Dirt Karting of Australia may also request the following if further testing is required:
Location and company fuel or oil was acquired
Date of purchase

Version 13" July 2026
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http://www.digatronusa.com/adobe/instructions/Fuel%20Tester%20Inst.PDF
http://www.digatronusa.com/adobe/instructions/Dt15.PDF
https://www.manualslib.com/manual/1404821/Anton-Paar-Dma-35.html

Important: Sensor Insertion Depth

Iq—ﬂﬂ]

Fuel Sensor

25.5

Version 13" July 2026
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Rule #
26

26.1

26.2

a)

b)

c)

d)

e)

f)

26.3

a)

b)

| LLEGAL EQUI P MBWOIT/ CH

Check measuring/testing may be carried out during any Dirt Karting of Australia sanctioned event

In the event of a Protest being lodged as per Rule 10 (Protest Process), the suspect item/s will be
presented to the Chief Steward who shall organise to have the item/s inspected.

ENGINE & COMPONENTS:

Should the protest be lodged against an engine, the Chief Steward on receipt of the protest, shall
determine the measuring procedure, based on the type of inspection required.

If the engine is to be dismantled to a level that the owner cannot reassemble the engine to continue
racing the remainder of the day, then the motor will be sealed with relevant parts marked or tagged,
and the entire kart and engine kept in a designated area outside of their race events so that
tampering cannot take place. An Official should have a visual of the kart during this time. The
driver may choose to remove the protested engine/components and have it sealed/bagged,
allowing them to continue racing with a second engine. At the completion of the meeting the
inspection will then take place.

If the engine or required components can be inspected without effecting the ¢ o mp e t radng
then the chief steward will arrange an inspection as soon as practical.

Should there be no suitable engine measurer at the meeting, then the engine shall be sealed,
tagged and bagged and retained by the Driver. The engine will then be presented for inspection
at a date (recommend 7 days) to be arranged by the Dirt Karting of Australia Technical Sub
Committee, should the motor not be presented for inspection, it will then be deemed illegal. Results
of the meeting will be subject to the inspection.

Once the engine has been inspected, the measurer will present their findings to Chief Steward.
On issuing their findings then the Chief Steward will advise the driver of the outcome of the
protest.

Should the technical inspection fail, the engine shall be sealed, tagged and bagged and then
kept in possession of the Dirt Karting of Australia appointed person. The driver has one hour to
lodge an appeal. If no appeal is lodged, then the engine will be returned to the owner. If an
appeal is lodged, then Dirt Karting of Australia will retain the engine. The appellant then has five
days to present evidence to the Dirt Karting of Australia Technical committee via the Dirt Karting
of Australia Secretary. The final decision as to the legality of the engine will then be made by the
Dirt Karting of Australia Technical committee. If appealed, two (2) sets of measuring tools will
be used to check the engine.

Costs and responsibility to reassemble the engine are those of the owner.

EQUIPMENT/FUEL:

Should the protest be lodged against an Equipment or Fuel, the Chief Steward on receipt of the
protest, shall determine the measuring procedure, based on the type of inspection required.

FUEL: Upon receipt of the protest, the kart will be impounded until a sample can be tested as per
Appendix fi B df a fuel tester or equipment is not available, then a sample will be taken and sent
to Dirt Karting of Australia for testing.

EQUIPMENT: Once directed the equipment will be inspected by an appointed official. If the official
requires additional inspection/measuring equipment or time, then the equipment will either be
impounded or sealed, to enable the official to complete the inspection.

Version 13" July 2026
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26.4  Dirivers of illegal motors, fuel or equipment will be suspended from driving at Dirt Karting of
Australia affiliated Clubs for:
a) up to 6 calendar months for the first offence.
b) minimum of 3 calendar months, up to 12 calendar months for each subsequent offence.
Penalty to be decided by Dirt Karting of Australia Technical Sub Committee.
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Rule #

CYLI NDER HEAD VOLUME I

27 The measuring fluid will be a solution of 50% diesel and 50% auto transmission fluid. To be
measured by use of 6éB&d Grade Burette maxi mum
a minimum 1/10th of a cc, under gravity feed.

Method

Version 13" July 2026

1)
2)
3)
2)
5)
6)
7)

8)

9)

Remove spark plug and insert AIDKA CC Test Plug.

Place piston at approximately TDC.

The CC Test Plug to be withdrawn two (2) turns.

Insert the required volume of measuring fluid. Make sure the fluid is visible in the CC
test plug.

Tighten CC test Plug down until it stops.

Slowly wind motor over and check for fluid level in CC Test Plug (as shown in diagram).
Note: Motor to be measured should be allowed to cool to ambient temperature and no
fluid shall be expelled through the top of CC Test Plug.

Should the first test fail, the competitor may request a second test. This test to repeat
Items 1 to 6 above (after Step 8).

To clean out measuring fluid after failure of first test and before commencement of
second test, unleaded petrol to be poured into cylinder, motor to be rinsed and blown
out by inserting air hose into spark plug recess and turning piston to open exhaust,
therefore, expelling excess fluid.

Cylinder Head is not to be removed.

This applies to all 20mm plug length engines.

Note: The CC Test Plug is available from your Dirt Karting of Australia Technical Sub
Committee.

AIDKA CC TEST PLUG

56

—r>0—Z2IT0m-

nmn—azZzmImMIU—CcOMm™DT



FREN

~

DIRT KARTING

CLASS/ENGINE
SPECIFICATIONS




Rule #
28

29

29.1

Version 13" July 2026

MI DGETS

a) SalelalH el EAEREINOr a clone Honda GX35 engine with the same specifications,

unmodified, and must be fitted with a kill switch located on the
SICEIC RV M The use of the Honda GX35 clone engine has been granted
approval but will be reviewed in December 2026

b) Midget Exhaust spark arrestor material is a non-tech item.

C) Engines may be claimed at the completion of the meeting by Dirt Karting of
Australia appointed Official for the purpose of engine measuring by an Dirt Karting
of Australia approved engine measurer and will be returned once measuring is
complete.

d) Wheelbase: 740mm i 880mm

e) Rear track width: Maximum 1100mm

h) Gearing:
Gearing (number of teeth) Ratio
7-68 9.714:1
8-78 9.75:1
9-88 9.777:1
i) Body work: Compulsory nosecone, Nassau panel and side pods and rear
bumper

) Rear bumper: Must be of plastic construction. Rear wheels may protrude a
maximum of 25mm per side beyond the plastic rear bumper. Rear bumper must
not be wider than wheel track.

k) All Data collection communication and telemetry is prohibited.

ROOKI ES

Single Yamaha KT100J Engine as per Rule 11.2 with an Dirt Karting of Australia Approved
and issued Restrictor fitted between the header and motor which all exhaust gas must
pass though.

No modifications are allowed to the restrictor and no additional devices may be fitted in
order to improve the flow of exhaust gases through the restrictor.

Option to run a rear bumper that covers the full kart width and made of plastic construction.

Restrictor Plates for Rookies must be approved and supplied by Dirt Karting of Australia
and be suitably st a#fpbHAO ResticioePtate must bie d3nmi
maximum (all gases must pass through plate) with no modifications and returned when
no longer required.
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Rule #
30

30.1

30.2
30.2.1

30.2.2

30.2.3

30.2.4

30.2.5

30.2.6
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J JUNILORGHT, HE A

Single Yamaha KT 100J Engine as pe Rule 30.2

A 4-stroke engine less than 10 horsepower may be used by a Junior driver at an Education
Day only. Clutches may be used.

KT100J Specifications

This section covers the KT100J series engine which conforms to the Yamaha
specifications as approved by Dirt Karting of Australia. Any alterations / modifications are
strictly prohibited except as specifically authorised within these rules.

External Modifications:
External modifications which do not in any way effect a performance gain are legal.

Internal Additions:
No additional material may be added except in the case of engine repairs and shall only
restore store engine or components to original specifications excluding the cylinder.
(The cylinder may be repaired except on the timed area and the cast areas of all ports).
a) The use of thermal barrier coatings/ceramic coatings on or in the engine/engine
components and on or in exhaust components is prohibited.
b) The use of anti-friction coatings on or in the engine/engine components is
prohibited.

Legal Additions:

Shall be limited to the following: Chain guard, motor mount, direct drive gear, carburettor
return springs, extension of carburettor jet needles, \ third bearing and adaptor,
temperature gauge, tachometer, air-cleaner and adaptor.

Clutch:

a)J class Rookies have the option to us
as an aid for driver education. No other brand is to be permitted. Clutches are
ANOT to be Permittedo for competition
and Heavy)
This applies to all State, Territory and National Titles as well Club Competition
Events.

b) All engines fitted with a clutch must have an ignition kill switch.

c) Dirt Karting of Australia may approve additional clutches for use in Rookies.

Non-Tech Items:

Are gaskets, seals, big end roller/cage, little end spacers, rings, washers, cages,
fasteners, fulcrum spring (carburettor meter levering spring), spark plug and spark plug
lead and cap gudgeon pins, main bearings, engine sprocket and key.

a) Unless specified, non-tech items are to be of the same type and style as the
original. No alteration from the ori:
to fit a non-tech item.

b) Head gasket/s must be retained.

c) Cylinder base gaskets are dimensionally free.

d) Carburettor base and phenolic spacer gaskets are dimensionally free.

e) Only crankcase half gasket may be formed from liquid gasket compounds.

f) Cylinder base adjusting shims/spacers may be of any material and must be of
uniform thickens.

g) Spark plugs must have a maximum engagement length of 20mm (without the
washer).
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h)
1)
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Lo el

20mm
Max

Yy

SPARK PLUG

A direct drive sprocket (complete) cannot weigh more than 100 grams.

A direct drive sprocket retaining nut cannot be made from a hex material greater
than 19mm AF.

Rookie clutch non-tech items are clutch sprockets, bearings, bushes, spacers and
fasteners.

30.2.7 Displacement:
The maximum piston and stroke are: Piston-51.20mm Stroke-50.05mm.

30.2.8 Cylinder Ports:

Version 13" July 2026

a)

All cylinder ports and passages must remain in as cast condition. No grinding is
permitted at the junction of the cast iron liner and the aluminium passages. The
only exception being the local grinding of the ejection pin protrusion in the inlet
passage adjacent to the external cylinder face.

No chamfer on port edges is permitted.

Maximum diameter of inlet passage at the external cylinder face is 19.2mm.

Inlet tract length including gaskets from cylinder wall to carburettor gasket face is
to be 53.00mm minimum to 56.00mm maximum including gaskets in front of and
behind phenolic spacer.

Sandblasting, glass bead blasting, peening, acid etching, spark eroding and/or
any other method of metal removal or displacement is not allowed.

Check the port height and width as per diagram.

All machined surfaces may be re-machined as long as engine is within any other
specifications within the rules.

Distance from the top of the cylinder liner to the top of exhaust port shall be a
minimum of 34.3mm Spacers/gaskets may be used to achieve correct cylinder
length/dimension in accordance with this rule, but must be in addition to the
existing gasket.
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30.2.9

30.2.10

30.2.11

30.2.12

30.2.13

Version 13" July 2026

CODE  DIMENSION

34.30mm min
41.30mm min
40.30mm min
not applicable
29.60mm max
24.45mm max
30.60mm max
not applicable

o m m oo o >

Cylinder measuring procedure

Engine Compliance
Refer to Rule 27 for procedure

Cylinder Head:

I.  Must be original Yamaha casting.

Il.  The welding and re-machining of the combustion area, gasket face and spark plug
surface is allowable. Any additions/repairs must be permanent and non-
adjustable.

Ill.  The combustion chamber style is required to have a squish band and chamber
which are visually concentric to the spark plug.

IV.  The combustion chamber volume shall be a minimum of eleven 11cc. Refer to
for procedure.

V. The combustion chamber/squish area shall not protrude beyond the gasket
sealing face of the cylinder head.

VI.  The spark plug thread may be repaired and shall retain its original position in
relation to crankshaft axis.

VII.  Maximum distance from sealing surface of spark plug to combustion chamber
sealing face shall be 33.5mm.
VIIl.  Repairs to the spark plug sealing face must be by addition of weld material only

and re-machining to a flat surface.

Piston:

a) Must be approved and stock appearing.

b) Legal pistons are Yamaha, KSI or Strike with cast piston crown or Strike Evolution 1
with machined piston crown. These pistons must be approved and stock. The
chamfer on the skirt of the piston is to be not more than 0.9mm maximum. It is
permissible to notch the piston to allow for earless circlips. The piston skirt length
may be machined, provided its length must equal distance on both sides.

Connecting Rod :

The connecting rod can be either of the following:

a) Yamaha (P/N 397-11651-00, P/N 50w11651-00, P/N 787-11651-01, P/N 7f6-11651-
02.

or

b) KSI (The KSI replacement conrod will no longer be allowable from 2014)
No polishing or shot peening allowed.
Minimum/Maximum rod length centre to centre 99.87mm - 100.13mm.

Crankshatft:

Must be stock and have a minimum width across the top of the crank wheel of 48.8mm.
Plugging of the counter balance recesses, shot peening, polishing is forbidden. Crank pin
is to be the standard solid pin. It is permissible to recondition the crankshaft main shaft by
plating. The minimum diameter of the crankshaft is 92.7mm. Repair of the drive side
crankshaft end, where the threaded section has broken off by drilling and tapping the
centre of the crank to accept an M6 or M8 screw.
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30.2.14

Version 13" July 2026

19.4mm

48.8 mm
Min

Diagram is for dimensional uses only

Crankcase:

The crankcase ports will remain as cast. The minimum chordal distance measured with a
vernier calliper across the widest section of the transfer ports shall be 81.5mm minimum
(as per diagram). Existing crankcases that are narrow may be spaced with a thicker
gasket.

YAMAHA KT 100J
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30.2.15 Ignition:
a) Must be external rotor type and OEM supply
b) Both C.D.l. and T.C.l. ignition units and stator coils as supplied by Yamaha are
eligible

c) No modifications or internal repairs 1t
the TCl and CDI ignition systems with the exception of the spark plug lead, which can
be repaired externally only unit are eligible.

d) No C.D.l. unit shall vary more than one (1) degree between 5,000RPM and 10,000
rpm.

e) It is permissible to repair/replace the connector for both CDI and TCI modules and
mating wire.

f) Maximum inside diameter measurement of the ignition rotor to be 62.00mm.

=
E £
7, o. 2
(7 o
,,,,,,,, L
Gt :
81.5mm
i -
Min

DIAGRAM IS FOR DIMENSIONAL REFERENCE ONLY

30.2.16 Carburettor:

Must be Walbro WB Series conforming to dimensions (as per diagram).
(Note: WB24 Model and WB 42 Models are not allowed).
Manufacturer - No additional holes or machining is permitted except:
a) It is permissible to machine the Walbro carburettor body to:

i Conform to dimension E

ii. Conform to dimension C

iii. Accept O-ring(s) for the low speed jet and throttle shaft.

b) A threaded butterfly screw must be retained; countersunk screws are not
permitted. Butterfly and shaft must be as manufactured.

C) It is permissible to repair the inlet seat and throttle shaft bore in the Walbro
carburettor.

d) Itis permissible to enlarge only existing fuel/air holes, but they may not be deleted
or relocated.

e) All air must pass through the carburettor venturi.

f) Measurement Code:

i. As cast maximum Venturi diameter 24.13mm.
ii. As cast (area will extend from the front of the carburettor to the progression
discharge jet which must have all or portion of this jet in the cast area).
iii. Maximum downstream diameter 25.7mm.
iv. Butterfly shaft must be located at the bore centre.
V. Minimum carburettor body length of 37.5mm.

el S B

f

Dlaphg
Pressured Fuel Systems
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30.2.17 Additional fuel pump or pressurised systems are forbidden. Squeeze type pump
between the fuel tank and carburettor is permitted.

30.2.18 Phenolic Spacer:
To remain as moulded by Yamaha Factory or the Dirt Karting of Australia CNC
machined aftermarket version and conform to the diagram below. Drilling of the
Phenolic Spacer mounting holes is permitted. Sealing face maybe refaced.

Diagram is for dimensional uses only

30.2.19  Eyhaust Header Pipe

This item is not restricted to the original manufacturer but must completely conform to the
type (style) of the original header pipe. Inside diameter must be parallel. Length 120mm
minimum (per new measuring method).

Maximum inside diameter of 36mm. Minimum diameter 34mm (as per diagram).
Modifications to fit exhaust gas temperature gauge sensor is permissible. Exhaust gas
area from piston to muffler, the gases must pass through, in the manner in which the
original manufacture intended. No additional parts/paths allowed within, that may gain
performance.

NOTE: The measurement of 120mm Min is

taken internally through the header pipe
and inspecls for the
Shortest Distance

Parallel Inside Diameler

e
-

Diagram is for dimensional uses only
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30.2.20

30.2.21

30.2.22

30.2.23

30.3.24

Version 13" July 2026

Exhaust Muffler

Muffler must be commercially manufactured for Karting. No internally individual
modi fications all owed. External repair:¢
all owed. I'n any dispute the technical ¢

Exhaust Header Studs:
Must remain in their original position.

Internal Parts:
The internal parts must be finished as per Yamaha factory specifications.

Engine Measuring Procedure (Using Official ~ Dirt Karting of Australia  Gauges):

The Dirt Karting of Australia Gauges have been designed to make engine measuring quick
and easy. If an engine fails when measuring with the gauges; the competitor may request
that the engine be re-measured using Master Gauges held by the Dirt Karting of Australia
Technical Sub Committee.

STEP4 A : STEP6
> Max 12.20mm

DIAGRAM 1S
FOR

Dses oy | Engine Measuring Procedure for the Yamaha KT100J

Procedure as follows:

Step (1) Remove the cylinder head.

Step (2) Remove head gasket. If more than one (1) head gasket is present remove only
the top head gasket. The additional gaskets must remain for all further engine
measuring compliance.

Step (3) Torque down the cylinder. (optional)

Step (4) Fit Imm gauge and rotate engine to top dead centre. If piston fails to contact
gauge, engine is deemed illegal.

Step (5) Insert 5mm diameter piston stop gauge in bottom of inlet port. Rotate engine until
piston stop gauge contacts firmly.

Step (6) Insert 12.2 gauge into bore above gudgeon pin centre line against cylinder wall.
Gauge must not contact top of barrel, plus any additional head gaskets fitted.

Step (7) Check exhaust port height with a 34.30 gauge. If gauge enters port the engine
will be deemed illegal.

Engine Sealing Method 1 Refer to Appendix F
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Rule #

31

31.1

31.2

31.3

314

31.5

31.6

KT 100S SPECI FI C

Single KT 100S Piston Port Engine only as manufactured by Yamaha with standard
external appearance (no left-hand conversions) from carburettor inlet to barrel exhaust
outlet. Piston port engine must retain piston induction only (no reed or rotary induction
allowed). External modifications, which do not in any way affect a performance gain, are
legal. Maximum piston diameter is 55.00mm.

a) The use of thermal barrier coatings on or in the engine/engine components
and on or in exhaust components is prohibited.

b) The use of anti-friction coatings on or in the engine/engine components is
prohibited.

Legal Additions

Legal additions shall be limited to the following:

Air cleaner, chain guard, motor mount, direct drive gear, extension of carburettor jet
needles, carburettor return springs, third bearing and adaptor, temperature gauge and
tachometer, fin dampeners, fasteners, gaskets, joiners in spark plug leads, non-original
spark leads, carburettor diaphragm cover breather pipes, air cleaner mount, non-original
spark plug caps are allowable.

KT Ignition

The standard KT 100S (unmodified) ignition to be used, the fitting of the following modules
as an alternative to the standard KT 100S ignition module is permissible:

Yamaha, Victa, Atom, Delta, Wei/Shieh, Sig, Nova, PRD, and TCI. permitted. Ignition key
is a non-tech item. The rotor must be OEM with no modifications. The rotor outside
diameter may be cleaned or lightly sanded but no additional machining is allowed.

Crankshaft
Crankshaft must be the original KT 100S with a maximum stroke of 46.20mm.

Connecting Rod
The connecting Rod must be original KT100S, KT100J. The KSI
Replacement rod will no longer be allowable.

Exhaust Header Pipe

a) This item is not restricted to the original Manufacturer but must comply to the
type (style) of the original header pipe (as approved by Dirt Karting of
Australia).

b) Inside diameter must appear parallel.

C) Outside length must be a minimum of 200mm.

d) Maximum inside diameter of 36mm. Refer to diagram.

e) Modifications to fit exhaust temperature gauge is permissible.

00mm Min

Parallel 36mm M
Inside Diameter

DIAGRAM IS FOR DIMENSIONAL USES ONLY

KT 100S exhaust header pipe (Supplied by Yamaha Motor Company, April 1989)

Clutch
A clutch is not permitted in this class.

Version 13" July 2026
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31.7
Cylinder
The cylinder must be of original Yamaha KT 100S manufactured materials only unless
otherwise specified.
The cylinder is not to have any additional / removable inserts/ passages / tubes or dividers
of any type.
Porting is allowable but must be only to the existing ports in their original intended layout.
No additional ports or plugging of any ports. Threaded inserts are permissible to repair
existing threads; studs may be replaced with bolts in existing location.
Re-machining of all factory machined surfaces is permissible.

31.8
Carburettor
Walbro WB series carby. The WB 42 (choke model) is allowed with the choke functioning
or plugging of the choke mechanism holes in their original position.
Machining of an fiO0 ring groove on the fr
Machining of both sides of the carby is allowed with a minimum dimension of 37.0 mm.
31.9
SEC Barrel Clarification
If you use a SEC barrel on a KTS, it must be machined to the same specs as the DK
barrel for the fitting of the Exhaust Gasket and Head Gasket.
31.10
Inlet Track Length
Minimum inlet track length shall be 63mm measured from the outer carburettor adaptor
face to the piston wall. Phenolic spacer and alloy adaptor must be retained. Gaskets may
be added to achieve the minimum dimensions.
31.11
Pistons approved are Burris, Strike, H Piston (this piston has a graphite coating),
Yamaha, KSI, KSI Mk11, JDP/Vertex, ARC (forged and cast).
31.12

Engine Sealing Method i Refer to Appendix F
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Rule #
32

32.1

32.2

32.3

32.4

32.5

32.6

IAMEX3D25ecn@i ne
Preamble:

The following are the Technical Specifications for the IAME X30 125cc engine, as approved
by Dirt Karting of Australia. Unless otherwise specified, the engines must be original in all
their components according to the |AME X30 125cc engine, drawings. Homologated
drawings are available at www.dirtkartingaustralia.com.au The engine must be Australian
delivered and imported by an Dirt Karting of Australia authorised importer to be eligible for
competition. Neither the engine or any of its ancillaries may be modified unless specifically
authorised within these rules. Only Genuine IAME components that are specifically
designed and supplied for the |AME X30 125cc engine are legal, unless otherwise
specified. Any removal, addition or polishing of material is strictly forbidden. Sandblasting,
glass bead blasting, peening, acid etching, spark eroding and/or any other method of metal
removal or displacement is not allowed. The use of thermal barrier coatings / ceramic
coatings on or in the engine / engine components and on or in exhaust components is
prohibited. The use of anti-friction coatings on or in the engine / engine components is
prohibited. OEM pistons are exempt.

Alternate Components

Either one of the following carburettor/exhaust combinations are allowed.
Option AT Tryton HB27 Carburettor & Type 1 (Muffler & Header type) Exhaust
Option BT Tillotson HW-27A Carburettor & Type 2 (One piece style) Exhaust
Either Homologated Ignition System may be used with both options

Displacement
123.67cm3, BORE 54.00mm, STROKE 54.00mm, MAX BORE 54.28 mm

Cylinder
1. All ports must be of intended design conforming to drawings supplied by the
manufacturer.
2. No modifications or grinding to the ports is allowed.
3. Cylinder length 86.6 +0.1 -0.2
4. Water connections to the cylinder are free but must retain the homologated position
and threaded sizes.

Base Gaskets

1. The type of material is a non tech item

2. The minimum base gasket/gaskets must be a minimum of 0.30mm and a maximum of
0.45mm.

3. More than 1 base gasket can be used.

Cylinder Head
1. Aluminum Cylinder Head must be of original engine manufacturer and conform to
drawings supplied by manufacturer.

2. No material to be added except for spark plug thread repair.

3. Distance from spark plug sealing face to combustion chamber ceiling face 29.3mm-+/-
0.25mm.

4. The combustion chamber volume shall be a minimum of 10.3cc, Refer Appendix F.

5. Water connections to the cylinder head are free but must retain the homologated
position and threaded sizes.

6. Cylinder head profile must not vary from the original profile and will be checked with
the IAME Cylinder Head. Profile Gauge (part number 8TT-025/1).

Squish Gap

1. The Cylinder Head Squish clearance shall be a minimum of 0.9mm as per the
homologation paperwork.

2. Shall be measured using a 2mm solder wire (tin).

3. When inserted in the cylinder the engine shall be rotated until the solder is squeezed
between the head and piston crown.

4. Process shall be conducted on both the right and left hand side of the engine.

5. Measurements shall be averaged out and must equal no less than 0.9mm.

68

Version 13" July 2026



http://www.dirtkartingaustralia.com.au/

32.7 Crankcase, Crankshaft and Con Rod
1. Must be of original engine manufacturer and conform to homologation drawings
2. Itis permissible to hard chrome the crankshaft in the main bearing /seal area to restore
the surface to original factory specification.

32.8 Piston
1. Pi ston must be of original manufacture
marking on dome and conform to homologation drawings.
2. No modifications are permitted.

329 Gudgeon Pins
No special alloys allowed, must be of magnetic material and comply with the drawing as
supplied by the manufacturer.

32.10  Clutch
1. Must be of original manufacturer and conform to manufacturers drawings with original
IAME markings IAME X30125840 or IAME X30125841 on the clutch hub. No
modifications permitted.
2. Both the X30125550 and X30125550A clutch drum may be used and are
interchangeable with the clutch hubs listed above.

32.11 Reed Block and Reed Valves
1. The only reed pedals to be used are the genuine IAME Fibreglass (Vetronite) or
Genuine IAME Carbon Fibre Reed Pedals, both with IAME markings.
2. Reed thickness 0.30mm +/- 0.08mm
3. Reed block must be the original IAME one as supplied by IAME.
4. It is permissible to alter the inlet conveyer to conform to the maximum dimension of
29.3mm as detailed in the homologation papers.

32.12  Carburettor

1. Either the Tryton HB27 or Tillotson HW-27A Carburettor may be used as per 32.1
options

2. No sleeving of the carburettor throttle bore is permitted.

3. Adjustment of carburettor jet needles must be done by manually turning the jet needle
(or its extension) only. It is permissible to add a second soring on the jet needles to
prevent rotation due to vibrations

4. It is permissible to mount the carburettor upside down.

5. Carburettor throttle cannot be actuated by electro-mechanical means.

6. It is permissible to fit a mechanical stop to limit the range of carburettor jet needle
movement, however no modifications to the carburettor are permitted to mount such a
stop.

7. The only permissible carburettor kits for use with the Tillotson HW27A are the DG-
3HW or HL-DG1 Gasket & diaphragm Kit and the RK-6HW or RK-117HL Repair Kit.
All spare parts must be genuine Tillotson

8. The carburettor kit, inlet needle & seat for the Tryton HB27 are a non-tech item.

9. The protrusion on the carburettor top plates may be removed to allow more secure
fitment of the airbox/filter rubber.

32.13  Ignition

1. IAME SPA Selettra Digital-K Ignition System i Key type Ignition, or PVL 690/ Selettra
Digital S Ignition may be used

2. The woodruff ignition rotor key must be retained and may not be modified.

3. Spark plug cap must incorporate a minimum of a 5kohm resister.

4. The only Selettra key type ignition module to be used is the green module marked with
AKA20L.

5. The only IAME ignition module to be used is the blue module marked with AKA20L as
per homologation

6. In the event of required repairs the plastic fittings registered and homologated as parts

of the electrical systems are permitted to be replaced with non-supplied fittings.
7. All stator mounting hardware must be as per OEM.

32.14  Exhausts
1. The only permissible exhaust allowed is as supplied from IAME SPA, Type 1 & 2, they
must carry the IAME identification and conform to the drawings in the homologation
papers
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2. The mixing of Type 1 & Type 2 exhaust system components is prohibited.

3. An O2 probef/fitting is allowed to be fitted to the muffler as per the homologation
document.

4. The X30 type 2 exhaust system may have only one gasket or a maximum of one
additional genuine (and unmodified) IAME spacer fitted with one gasket either side of
the spacer, being of the same type and style as the original.

32.15 Header Pipe

1. The only permissible header pipe for use with the type 1 exhaust system is the one as
supplied by IAME SPA and must carry the IAME identification.

2. It is permissible to fit a maximum of three separate flange support brackets to the
original header, any such support flange must not exceed 60mm maximum in total
length, and not exceed 40mm maximum in total width.

3. An exhaust probe / fitting is allowed.

32.16  Cooling System
Allowable radiators are the IAME X30 (Type 1 or Type 2) or RL Version, PRD
350x200mm or PRD 400x235mm Version, Rotax FR125 Max
IAME Type 1 may not have punched markings as per homologation papers

32.17 Non-Tech Items and Legal Additions
1. Unless specified, non-tech items are to be of the same type and style as the original.
No alteration from the original manuf-ac
tech item.
2. Engraving, stamping or marking an Engine for identification purposes is permitted.
Any such engraving, stamping or marking must not obscure any homologation or
identification markings on the Engine or its ancillary components.
3. Non-tech items for the |IAME X30 125cc engine include :
Air filter and Airbox
Clutch Sprocket
Original Chain Guard or True-Test Chain Guard permitted only
Gaskets, Seals, Big & Little End Roller Cages
Spark Plug, Spark Plug Lead and Spark Plug Resistor Cap
Main Bearings
Water Hoses, Hose Clamps, Water Pump
Axle Pulley and O-Ring
Thermostat (thermostat must be retained)
Exhaust Flex
Battery, Lithium batteries of same style are allowable, LiPo (lithium polymer)
Battery are not permitted
1 Starter Motor
1 Tryton Carburettor gasket / diaphragm repair kit including needle and seat
1 Plastic fittings and terminals of the wiring looms and connected components
ignition and starter assembly.
4. Legal Additions for the IAME X30 125cc engine include:
Fasteners and Washers
Radiator Guards
Pod style Filters with or without Pre Filter
Removal of Air Box
Coil Relocation Brackets
Spark Plug Inlet Covers
Spark Plug Joiners
Data Logger, Temperature and Tachometer Connections
Gear and Carby Cover Breathers
Battery, Switch and Button Covers
Head Sealing Nuts
Dirt Karting of Australia approved protective Bendix/Clutch shroud (See Diagram)
Any allowed legal additions must not prevent any appointed official from inspecting the
technical requirements of an engine.

=4 =4 -8 —a -8 _a_a_a_4a_9.
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! -« —_ To be a minimum of 1.2mm thick Aluminium

g

To be Plastic or Aluminium material

s2.18 Engine Sealing Method i Refer to Appendix F
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33  Preamble:
The following are the Technical Specifications for the IAME LEOPARD RL 125cc engine,
as approved by Dirt Karting of Australia. Unless otherwise specified, the engines must be
original in all their components according to the IAME LEOPARD RL 125cc drawings.
Homologated drawings are available at www.dirtkartingaustralia.com.au The engine must
be Australian delivered and imported by an Dirt Karting of Australia authorised importer to
be eligible for competition. Neither the engine nor any of its ancillaries may be modified
unless specifically authorised within these rules. Only Genuine IAME components that are
specifically designed and supplied for the IAME LEOPARD RL 125cc are legal, unless
otherwise specified. Any removal, addition or polishing of material is strictly forbidden.
Sandblasting, glass bead blasting, peening, acid etching, spark eroding and/or any other
method of metal removal or displacement is not allowed. The use of thermal barrier
coatings / ceramic coatings on or in the engine / engine components and on or in exhaust
components is prohibited. The use of anti-friction coatings on or in the engine / engine
components is prohibited. OEM & Meteor pistons are exempt.

33.1 Displacement :
123.67cm, Stroke 54.00mm. Maximum IAME piston 54.27mm.

33.2 Cylinder :
Cylinder length 89.1 +/-0.1mm. Water connections are free but must retain the
homologated position and threaded sizes.

33.3 Cylinder Head :
No material to be added except for spark plug thread repair. Combustion area maybe re-
machined but must retain squish band. Distance from spark plug sealing face to
combustion sealing face 32.8mm +/-0.25mm. The combustion chamber shall be a
minimum of 9.5cc.

33.4 Crankcase ,
Crankshaft and Conrod: Crankcase may be repaired externally to repair damage around
the clutch side area only. The crankcase maybe machined to allow the fitting of the new
style ignition on the older style engines.

33.5 Piston:
Meteor aftermarket piston allowed. Maximum size 54.27. No Modifications allowed.

33.6 Clutch:
No madifications or re lining permitted.

33.7 Reed Block and Reed Valves :
Reed block and reed valves must be of the same style as the original IAME. Reed pedal
thickness 0.3mm +/-0.08mm. Carbon fibre reeds are allowable.

33.8 Carburettor :
The only permissible carburettor is the TILLOTSON MODEL HL-334A, MODEL HL-334
AB or TILLOTSON HL-360A.
la. TILLOTSON HL-334A & HL-334AB. The parallel Carburettor Venturi bore must
not exceed 23.25mm at any point. It is permissible to enlarge only existing fuel/air holes,
but they may not be deleted or relocated. Air filter adaptor must be OEM with no
modifications.
lb. ABO0O Carburettor may howevenencnmchimiegbftieo A A
carburettor convergent entry cone and any blend radius is not permitted to be machined
past the front face of the dump tube. The dump tube, whilst dimensionally free in terms of
internal passages must be retained and located in its supplied position. The ball and its
retaining plate must remain in place.
1c. The throttle bore size has a maximum of 25.5mm. No sleeving of the throttle bore is
permitted.
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2a. TILLOTSON HL-360A

2b. No modifications to carburettor venturi allowable. It is permissible to enlarge only
existing fuel/air holes, but they may not be deleted or relocated. Air filter adaptor must be
either PRD Part Number #PRD0109 unmodified or OEM with the inlet diameter of the
adapter machined parallel to a maximum bore size of 34.50mm allowable.

33.9 Ignition :
Both the Seletra 4 pole and IAME S.P.A Seletra Digital 1 K Ignition Systems are allowable.
Woodruff Key must be retained, and no modifying permitted. The loom plastic electrical
fittings may be replaced with non-genuine fittings. All stator mounting hardware must be
as per OEM.

33.10 Muffler:
The only permissible exhausts allowed are those that conform to the drawings in the
homol ogation papers or the PRD fABubble Pi
must be used. It is permissible to fit an exhaust flange support bracket to the original
header pipe. Any such support must not exceed 60mm in length and 40mm width.

33.11 Cooling System :
Allowable radiators are the IAME X30 or RL Version, PRD 350x200mm or PRD
400x235mm Version, Rotax FR125 Max

33.12 Non-Tech Items and Legal Additions

1. Unless specified, non-tech items are to be of the same type and style as the original.
No alteration from the original manufacturers specifications is permitted to fit a non-tech
item.

2. Engraving, stamping or marking an Engine for identification purposes is permitted.
Any such engraving, stamping or marking must not obscure any homologation or
identification markings on the Engine or its ancillary components.

3. Non-tech items forthe |IAME LEOPARD RL 125cc engine include :

§  Airfilter and Airbox

9 Clutch Sprocket

1 Original Chain Guard or True-Test Chain Guard permitted only

1 Gaskets, Seals, Big & Little End Roller Cages

1 Spark Plug, Spark Plug Lead and Spark Plug Resistor Cap

1 Main Bearings

1 Water Hoses, Hose Clamps, Water Pump

1 Axle Pulley and O-Ring

1 Thermostat

1 Exhaust Flex

1 Battery, Lithium batteries of same style are allowable, LiPo (lithium polymer)
Battery are not permitted

1 Pod style Filters with or without Pre filter.

1 Starter Motor

1 Carburettor gasket / diaphragm repair kit including needle and seat

1 Plastic fittings and terminals of the wiring looms and connected components

ignition and starter assembly.
4. Legal Additions for the  IAME LEOPARD RL 125cc engine include:
Fasteners and Washers
Radiator Guards
Pod style Filters with or without Pre Filter
Removal of Air Box
Coil Relocation Brackets
Spark Plug Inlet Covers
Spark Plug Joiners
Data Logger, Temperature and Tachometer Connections
Battery, Switch and Button Covers
Head Sealing Nuts
Any allowed legal additions must not prevent any appointed official from inspecting the
technical requirements of an engine.

=4 =4 =8 -8 -8 -8 _9_9_8_-°

33.13 Engine Sealing Method i Refer to Appendix F
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34 Preamble:
The following are the Technical Specifications for the Rotax FR125 Max engine, as
approved by Dirt Karting of Australia . Unless otherwise specified, the engines must be
original in all their components according to the Rotax FR125 Max drawings. Homologated
drawings are available at www.dirtkartingaustralia.com.au . The engine must be Australian
delivered and imported by an Dirt Karting of Australia authorised importer to be eligible for
competition. The engine must have the official Formula Rotax Australia stamp on the
crankcase and also on the reed block face of the cylinder to be eligible to compete. Neither
the engine nor any of its ancillaries may be modified unless specifically authorised within
these rules. Only Genuine Rotax components that are specifically designed and supplied
for the Rotax FR125 Max engine are legal, unless otherwise specified. Any removal,
addition or polishing of material is strictly forbidden. Sandblasting, glass bead blasting,
peening, acid etching, spark eroding and/or any other method of metal removal or
displacement is not allowed. The use of thermal barrier coatings / ceramic coatings on or in
the engine / engine components and on or in exhaust components is prohibited. The use of
anti-friction coatings on or in the engine / engine components is prohibited. OEM pistons

are exempt.
34.1
The Tech committee may review the list of components and add components if required.
34.2
Internal and External Additions:
No additional material may be added except in the case of engine repairs and shall only
restore the engine or components to original specifications.
1. The use of thermal barrier coatings/ceramic coatings on or in the engine components
and on or in the exhaust system is prohibited.
2. The use of anti-friction coatings in or on the engine/engine components is prohibited
unless otherwise supplied OEM. The only exceptions to this are the Gilnisil coating of the
cylinder bore and the coating to the piston skirt.
34.3
Legal Additions for the Bombardier Rotax FR125 Max engine include:
1 Chain Guard
I Motor Mount
1 Fasteners and Washers
1 Radiator Guards
1 Coil Relocation Brackets
1 Spark Plug Inlet Covers
1 Spark Plug Joiners
1 Data Logger, Temperature and Tachometer Connections
1 Battery, Switch and Button Covers
1 Head Sealing Nuts
Any allowed legal additions must not prevent any appointed official from inspecting the
technical requirements of an engine.
34.4

Non-Tech Items and Legal Additions

1. Unless specified, non-tech items are to be of the same type and style as the original.
No alteration from the original manufacturers specifications is permitted to fit a non-
tech item.

2. Engraving, stamping or marking an Engine for identification purposes is permitted.
Any such engraving, stamping or marking must not obscure any homologation or
identification markings on the Engine or its ancillary components.

3. Non-tech items for the Bombardier Rotax FR125 Max engine include ;

Battery

Fuel Filter

Radiator Hoses and Clamps

Pulse Line

Switches

Ancillary Mounts

E ]
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34.5

34.6

34.7

34.8

34.9

Bearings

Spark plugs

Gaskets

O-rings

Piston pin

Springs and Circlips

Seals

Old version clutch drum
Old version clutch flywheel
Drive sprocket

Rings

Starter motor

Thermostats and Housings
Fasteners and Washers

A=A -—a_-9_-9_-9_-9_9_-9_-9_-92_-°2_-2_-2

Engine Specification for 223 997 or 223 996 Cylinders

Squish Gap

1. FR 125 Max 1.00 mm 1 1.50 mm

2. The squish gap must be measured with a certified slide gauge and by using a 2 mm tin
wire.
The crankshaft must be turned by hand slowly over TDC (top dead centre) to squeeze
the tin wire. The squish gap must be measured on the left and right side in the direction

of the piston pin. The average value of the two measurements counts. Recommended
2mm tin wire: part no. 580 130

3. Combustion Chamber Insert
Cast identification code has to be "223 389" or "223 389 1" or "223 389 2" or 223 389
2/ 1" or fA223 389 2/ 20.

4. Casted wording "ROTAX" and/or "MADE IN AUSTRIA" must be shown.

5. Heights of combustion chamber insert have to be 27.55 mm with a tolerance of +0.0/-
0.1 mm (A) and 28.80 mm with a tolerance of +/- 0.2 mm (B).

]
L a i e

6. The profile of the combustion chamber insert has to be checked with a template
(ROTAX part no. 277 390). The crack of light between the template and the profile of
the combustion chamber insert has to be the same over the whole profile. NOTE: If the
combustion chamber insert fails the template check as described herein, detailed
measurements of the combustion chamber insert must be taken to determine conformity
or nonconformity of the component.

Cylinder Head Volume:
Minimum of 11.0cc.

Displacement:
125.0cm3 maximum.

Combustion Chamber Insert:

Identification code has to be 223 389, 223 389 1 or 223 389 2. No material may be added
except to repair the spark plug thread and or spark plug seal surface. Machined surfaces
may be re-machined if using cylinder 223997. Cylinder head insert must retain both the
squish band and visually spherical combustion chamber. O-Ring must be fitted. The
combustion chamber/squish area shall not protrude beyond the ceiling face of the head

i nsert. ARot axodo and/ or AMade in Austriabo

Spark Plug Thread Length:
Maximum spark plug thread length shall be 20mm.

Piston:

OEM or Meteor only, uncoated or coated, aluminium cast piston with one (1) 1.0mm
rectangul ar piston ring. The OEM piston h
AMade in Austriado in the casting. Machime

Version 13" July 2026

75




34.10

34.11

34.12

34.13

34.14

34.15

34.16

34.17

34.18

34.19

one groove for the piston ring, bore for the piston pin, inside diameter at bottom end of
piston. All other surfaces are not machined and have a cast surface.

Gudgeon Pin:
Gudgeon pin to be made of magnetic steel and same style as OEM.

Cylinder:

Light alloy cylinder with GILNISIL plating, configuration with one main exhaust port and
pneumatic adjust valve. Any replating is not allowed. Maximum bore: 54.035mm
(measured 10mm above the exhaust port). Cylinder has to be marked with the Rotax logo,
identification code223 997 or 223996. All ports and passages are cast finish except some
pre-existing factory removal of flashing. All ports have chamfered edges to prevent ring
snagging. Any additional machining is not permitted. Cylinder must have the official
Formula Rotax stamp on the inlet face. Piston travel check using 5.0mm rod. Minimum
32.8mm, Maximum 33.8mm. If you are using cylinder 223996 or any future cylinder
volution, the cylinder must remain as supplied by the manufacturer and cannot be re-
machined. Height of cylinder must be 87mm with tolerance of -.05/+0.1 mm. Due to
manufacturing procedures some cylinders may have been machined on the exhaust flange

Cylinder Base Gaskets:
Must be dimensionally the same size and shape as original and cannot be designed to
decrease the size of the transfer ports.

Inlet System:

Intake manifold is marked with the name Rotax and the identification code 267915 or
267916, No grinding or machining is permitted, however some factory flash removal may
be present at the junction of the inside contour and the carburettor stop mounting face.
This is a manual trimming operation consisting of a small corner break of less than 1mm in
width. Reed valve assembly is marked with the name Rotax and the identification code
22438 or 224389. The reed valve assembly is equipped with 2 pedal stops and 2 reeds,
each having 3 pedals. The maximum allowable width between the inside faces of the 2
metal reed valve stops is 22.0mm. The thickness of the reeds is 0.6mm + - 0.10mm.
Maximum reed block gasket thickness is 4.0mm. The addition of one Rotax reed block
gasket, maximum of 1.0mm between the carburettor manifold and the reed block is
permitted.

Exhaust Power Valve:

As supplied by the manufacturer with no modifications allowed, maximum thickness of
Power Valve gasket/s is 2.0mm. Original spring must be fitted. Any external adjustment or
blocking to this once the engine is running is illegal. Additional fasteners or securing
devices may be fitted/added. Length of exhaust valve is 36.5mm +0.2mm/-0.3mm, Width of
collar is 4.8mm +/-0.3mm.-

Crankshaft:
As supplied by the manufacturer with no modifications permissible. Stroke 54.5mm +/-
0.02mm.

Balance Shaft:

No modification allowed. Must be installed and operational. Minimum weight of the dry
balance shaft must be not less than 355 grams for balance shaft, Rotax part number 237
945 and 255grams for balance shaft, Rotax part number 237 949. Balance gears must be
installed and must be correctly aligned according to the instruction in the repair manual.

Conrod:
As supplied by the manufacturer. Any grinding/ polishing or modification is not permitted.
Conrod has to be marked with number fA2130

Crankcase:
As supplied by the manufacturer. Zero grinding/polishing in the two main transfer
passages. Must have the official Formula Rotax Australia stamp on the crankcase deck.

Ignition:

DENSO digital ignition only, no adjustment permitted or possible. Ignition coil has the
following marks close to the outlet of the high-tension cable, cast in the case. DENSO and
129000. The ignition coil must have 3 pins at the terminal. The only allowable spark plug
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34.20

34.21

34.22

34.23

34.24

34.25

34.26

34.27

cap is NGK Type TBO5SEMA. Any modification to any part of the ignition system and/or
crank-shaft to alter ignition timing or rev limiter is illegal. The ignition pickup must be
marked with the numbers 029600-0710, followed by a variable production code in the
second line.

Carburettor :

DELL6ORTO: The carburettor body, slide, n
spec 1 or spec 2 is permissible) to remain as originally supplied and cannot be subject to
any modification. No additions or additional machining filing, drilling or polishing etc is
permitted to these items; this includes t
carburetonriQE®D®t amped in the housing of
stamped with An266 FNO. Needle stamped wit
nominated in the future. Slide marked #40 only.

The size of any hole or any of the following is unregulated: main jet, needle and seat, pilot
jet, pilot jet emulsion insert choke jet. The position of the float/float arms and the weight of
the floats are unregulated. All items (jets, needles etc) referred to must be present and
operational. With the exception of the choke, no changes or adjustments can be made to
the carburettor once the engine is running.

Fuel Pump:
Original MIKUNI diaphragm pump only. Place of fixing is free.

Radiator:

Allowable radiators are the IAME X30 or RL Version, PRD 350x200mm or PRD
400x235mm Version, Rotax FR125 Max Additional cooling devices are not permitted. The
removal of the thermostat from the cylinder head cover is acceptable

Clutch:

Dry Centrifugal Clutch - using genuine components only. Whilst on level ground the kart
(with Driver in kart) must start to move under its own power, when the engine speed
reaches 3000 rpm or less. The use of a PRD clutch drum and sprocket as supplied by
manufacturer is optional.

Intake Silencer:

The original intake silencer must be fitted. The original foam air filter may be replaced with
either a flat style or cylindrical style filter providing all air to the engine passes through the
air box intake tube.

Exhaust System:

Must be supplied by Rotax and cannot be modified except for, a) the replacement of the
silence absorption material and/or b) the addition of an exhaust gas temperature fitting.
Standard engine/pipe coupling must be used. Exhaust pipe with after muffler. Length of
inlet cone: type a and type b: 592mm+/- 5mm (measured along the body of the exhaust
pipe, not the seam, from the beginning of the exhaust to the start of the cylindrical part).
Length of the cylindrical part of the exhaust pipe: type a and type b: 125mm +/- 5mm.
Length of end cone: type a: 250mm +/- 5mm type b: 225mm +/- 5mm. Outside diameter of
180 bent tube: type a: 30mm +/- 3mm type b: 41mm + 1.5mm -1.0mm (measured at
beginning end of bend). Hole diameter of end cap of silencer 21mm +0.2mm i 0.5mm.
Painting/plating of the exhaust muffler is permitted with the exception of thermal
barriers/coatings/paint. NOTE: Any accidental damage to the unit will not incur a technical
breach of these Rules of Racing, however any attempt to modify or alter the exhaust
system by cutting, or fabrication will automatically remove eligibility of the exhaust system.
Welding of the exhaust system to repair a crack, hole or to fit a patch etc. is permitted.
Only one exhaust gasket is permitted, maximum thickness of 2mm.

Exhaust Muffler:
Noise isolating mat can only be replaced by an original Rotax spare part.
End cap rivets may be replaced with bolts/cap-screws etc.

Engine Specification for 223 993 Cylinders
BRP-ROTAX FR 125 MAX

Squish Gap
1. FR 125 Max 1.00 mm i 1.50 mm
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2. The squish gap must be measured with a certified slide gauge and by using a 2 mm tin
wire. The crankshaft must be turned by hand slowly over TDC (top dead centre) to
squeeze the tin wire. The squish gap must be measured on the left and right side in the
direction of the piston pin. The average value of the two measurements counts.

34.28 Recommended 2mm tin wire - part no. 580 130

Combustion Chamber Insert

1. Cast identification code has to be "223 389" or "223 389 1" or "223 389 2" or 223 389
2/ 1" or n223 389 2/ 20.

2. Casted wording "ROTAX" and/or "MADE IN AUSTRIA" must be shown.

3. Heights of combustion chamber insert have to be 27.55 mm with a tolerance of +0.0/-0.1
mm (A) and 28.80 mm with a tolerance of +/- 0.2 mm (B).

Q. |°

4. The profile of the combustion chamber insert has to be checked with a template
(ROTAX part no. 277 390). The crack of light between the template and the profile of the
combustion chamber insert has to be the same over the whole profile. NOTE: If the
combustion chamber insert fails the template check as described herein, detailed

34.29 measurements of the combustion chamber insert must be taken to determine conformity or
nonconformity of the component.

Piston with Ring Assembly.
1. Original, coated or uncoated, aluminium, cast piston with one piston ring. The piston
has to show on the inside the cast wording "ELKO" and "MADE IN AUSTRIA" .
2. Machined areas are: Top end of piston, outside diameter, groove for the piston ring,
bore for the piston pin, inside diameter at bottom end of piston and some pre-existing
factory removal of flashing at the cut out of the piston skirt. All other surfaces are
not machined and have cast surface.

34.30 3. Original, 1 mm, magnetic, rectangular piston ring. Piston ring is marked either with "E
CRY K" or "ROTAX 215 547" or "ROTAX 215 548"

Gudgeon Pin
1. Gudgeon pin is made out of magnetic steel.
34.31 2. Dimensions must be according to the homologation drawing.
3. The minimum weight of the gudgen pin must be no lower than 32.10 grams.

Cylinder

1. Light-alloy-cylinder with GILNISIL-plating. Any re-plating of cylinder is not allowed.
2.Cylinder with one main exhaust port.

3. Maximum bore of cylinder = 54,035 mm (measured 10 mm above the exhaust port)

4. Cylinder has to be marked with the "ROTAX" logo (see pictures below).

5. FR 125 MAX Cylinder with pneumatic timed exhaust valve. Cylinder has to be marked
with identification code 223 993

6. Height of cylinder has to be 87 mm -0.05/+0.1 mm.

7. All transfer ports and passages have cast finish surface except some removal (done by
the manufacturer) of cast burr at the inlet passage and exhaust port and passages. All
ports have chamfered edges to prevent ring snagging. Any additional machining is not
permitted. The top edge of exhaust port may show some pre-existing machining from the
manufacturer. The sealing flange for the exhaust socket may show signs of machining
from the manufacture.

8. All ports have chamfered edges. Any additional machining is not permitted. On cylinders
marked 223 993 the upper edge of the central boost port may show factory machining.

9. The sealing flange for the exhaust socket may show either cast finish surface or signs of
machining from the manufacturer.

10. The top edge of the exhaust port may show either just a cast finish surface or signs of
a CNC machining or signs of CNC machining in combination with signs of manual grinding.
11. The exhaust port may show partial manual grinding done by the manufacturer to
eliminate minor casting defects and to eliminate the NIKASIL burr at the end of the
NIKASIL plating.
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34.32

34.33

34.34

34.35

34.36

12. At cylinders 223 993 exhaust port may show factory machining all around

13. Exhaust port timing. The "exhaust port timing" (distance from the top of the cylinder to
the top of the exhaust port) has to be checked by means of the template (ROTAX part no.
277 397) Insert the template into the cylinder, that the template is touching the cylinder wall
and that the finger of the template is located in the middle of the exhaust port (highest
point). Move the template upwards, until the finger is touching the top edge of the exhaust
port. Insert a filler gauge between the top of the cylinder and the template. It must not be
possible to fit the feeler gauge specified below. FR 125 MAX: 0.75 mm. At cylinders 223
993 it is also |l egal if the template does

O

14. Exhaust valve. If the piston is moved in direction top of cylinder and first time covering
completely the exhaust port, it must be possible to insert the exhaust valve gauge (ROTAX
part no.277 030) until it stops at the surface of the cylinder (a feeler gauge of 0.05 mm

must not be possible to fit in).

Inlet system

1. I nl et manifold is marked with the nanoe
2679160

2. Some factory flash removal may be present at the conjunction of the inside contour and
the carburettor stop mounting face. This is a manual trimming operation consisting of a
small corner break of less than 3 mm in width. No additional grinding or machining is
permitted.

3. The reed valve assembly part no. 224389 is equipped with 2 pedal stops and 2 reeds,
each having 3 pedals.

4. The thickness of the reeds is 0.6mm +/-0.10mm.

Stroke

1. 54,5 mm +/-0,1 mm

2. Con rod has to show forged numbers "213", "365" or "367" on shaft. Shaft of con rod is
not machined. Grinding or polishing of shaft of con rod is not permitted.

Balance Shaft

1. Balance shaft and balance gears must be installed.

2. Configurations of part no. 237 949 (equal with 237 948) only is legal.

3. Surface (1) is not machined and must show cast surface.

4. Measurement from centre of balance shaft to outer diameter of fly weight of balance
shaft at defined length must not be lower than specified.

5. The minimum weigh of the dry balance shaft must not be lower than:- 255 grams for
balance shaft ROTAX part no. 237 949 (equal with 237 948).

Crankcase

As supplied by the manufacturer. No grinding/polishing is permitted in the two main
transfer passages as well as in the crank area. The use of the Black EVO crankcase
7295914 is permitted

Balance Drive
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1. Only steel balance gears are legal to be used.
2. Balance gears must be installed and must be aligned according to the instruction in the
repair manual. Mixing of steel balance gears of different width (6.0 and 9.0 mm) is strictly
forbidden.

34.37
Ignition System
1. DENSO digital battery ignition, variable ignition timing, no adjustment necessary and
possible.
Race officials may request at any time that the competitor replace the ignition coil with a
new unit provided by the race administration.
2. The casting of the ignition coil has to show the following in casting "129000-" and
"DENSO".
3. Ignition coil must show 3 pins at the terminal.
4. Connector housing of ignition coil must have either black or green colour.
5. The ignition coil has to be fixed by means of 2 original silent blocks to the gearbox
cover. Only in case of chassis component interference with the original mounting location
of the ignition coil, a supplementary extension bracket, rigidly constructed and fabricated of
solid metal, of minimum dimensions and attached to the original case mounting holes, is
permitted for mounting of the coil.
6. Minimum length of ignition wire (high tension wire) is 210 mm from outlet of cable at
ignition coil to outlet of cable at spark plug connector ( = the visible length of wire ) Ignition
coil must be in working condition ( to be tested in case of doubt) The pick up must be
marked with the numbers 029600- 0710, followed by a variable production code in the 2nd
line. HINT: In case of doubt an easy check is to place a steel ball (3-5 mm in diameter) on
the pickup (engine side), the steel ball must stay in the centre of the pickup surface.
7. Spark plug cap must be marked with "NGK TBO5EMA".
8. Battery must be fitted to the chassis with at least 2 screws. Position of the battery is free.
9. The earth strap may be fitted with a connector for ease of removal of the engine. Rotax
Wiring Harness to be OEM only, no fittings, no repairs. The ignition coil can be relocated
from the crankcase as far as the OEM harness will permit.

34.38
Exhaust Valve
1. As supplied by the manufacturer with no modification allowed. Compression spring must
be fitted.
2. Length of the exhaust valve is 36,5 mm +0.20 mm /-0.30 mm.
3. Width of collar is 4.8 mm +/-0.3 mm
4. Any adjustment or blocking to this valve once the engine is running is illegal.
5. Exhaust power valve stud part no. 441355 Exhaust power valve piston part no. 854440
Exhaust power valve bellow part no. 260723 Exhaust power valve bellow spring part no.
939280 Exhaust power valve adjustment screw part no. 641890 Lower exhaust power
valve spring part no. 838255

34.39
Centrifugal Clutch
1. Dry centrifugal clutch, engagement maximum at 4.000 r.p.m. That means, that the kart
(without driver) must start to move latest at an engine speed of maximum 4.000 r.p.m.
There are two versions of the clutch shoe (element part # 3 on the diagram) and both are
legal to be used. The older version of the clutch shoe can be either untreated or nitrated
configuration.

o

oo

(T,
™ 3

Engines must be fitted the new needle cage bearing 15X19X17 (item 9) as well as new O-
Ring 12X2,5 (item 10) only. Except if the plain bearing 15X17X20 (item 9) designed for
11teeth sprocket is used, in this case no O-ring must be used.

2. No extra lubrication or additional substance allowed inside the clutch drum

additional to the grease that originates from lubrication of the needle cage bearing

and enters the clutch area.

3. Only fixation nut as well as inside of drum show signs of grease, running surface of
clutch is completely dry. In case Plain bearing for 11teeth sprocket is used clutch area
must be absolutely

free grease or any additional substance.
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4. Steel clutch (both versions) and clutch drum must be within following specifications.

5. Height of clutch Minimum: 11.45 mm.

6. Thickness of clutch shoe Measurement has to be done at the 3 open ends of the clutch

shoes, 5 - 10 mm from the machined groove (all clutch shoes must be completely closed at

measurement - no gap). No measurement may be below 24.10 mm.

7. Outer diameter of clutch drum. Diameter has to be measured with a sliding caliper. The

measurement has to be done in the middle of the clutch drum (in the contact area of the

clutch drum) assembly.

Version A (659930) Outer minimum diameter: 89.50 mm. Inner diameter Maximum

84.50 mm.

Version B (659937) reinforced ring outer diameter minimum: 94.50 mm. Outer diameter

minimum: 89.50 mm. Inner diameter Maximum: 84.50 mm.

8. Height of sprocket with clutch drum assembly. Minimum height: 33.90 mm.

9. The original Rotax clutch (3 spring) is eligible to be used until further notice at any event.
34.40

Intake Silencer

1. Intake silencer with integrated, washable air filter has to be used with all parts as

shown at illustration and has to be mounted on the support bracket with two screws

(in dry and wet race condition). The original foam air filter may be replaced with either a flat

style or cylindrical style filter providing all air to the engine passes through the air box

intake tube.

2. Intake silencer case bottom is marked on the inside with the ROTAX part no 225015
3a.41 3. Intake silencer case, top is marked on the inside with the ROTAX part no. 225 025.

Carburettor

1. DELLOORTO carburettor. VHSB 340 cast i1

2. o0Qbr NnQSO0 stamped in the housing of th

3. The complete inlet bore in the casting of the carburettor must show cast surface.

4. The carburettor slide must show with si

must show cast surface.

5. Jet needle stamped with AK980 only

6. Settings of the carburettor adjustment screws are free.

7. Following two combinations of floats and idle jets are legal:

Combination 1: For carburettor insert 12.
jet insert are stamped with the digits A3
Combination 2: For carburettor insert 8.5
insert are stamped with the digits fA600

8. All jets must be correctly seated and securely fitted

9. Needle valve assembly stamped "150"

100 Needl e of needle valve marked with dia
11. Start jet is stamped with digits"60"

12. Needle jet stamped witho FN 2 6 6 0 .

13. Total length of needle jet: 54.00 +/- 0.3mm

14. Length of bottom section of needle jet: 11.50 +/- 0.2mm

15. Top bore diameter of needle jet 2.60 +/- 0.15mm

16. 4 x 4 cross holes diameter: Plug gauge 0.90mm may not enter one of the 16 cross
holes of the needle jet. (Use jet gauge set ROTAX part no. 281 920)

17. Idle jet 30 and Idle jet insert 30 must be used with carburettor insert stamped 12.5.
Plug gauge 0.40mm may NOT enter the bore of the idle jet 30. (Use jet gauge set ROTAX
part no. 281 920)

18. Plug gauge 0.40mm may NOT enter the bore of the idle jet insert 30. (Use jet gauge
set ROTAX part no. 281 920.
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19. Plug gauge 0.40mm may NOT enter one of the 4 cross bores of the idle jet insert 30.
(Use jet gauge set ROTAX part no. 281 920)

20. Idle jet 60 and Idle jet insert 60 must be use with carburettor insert stamped 8.5.

21. Plug gauge 0.65mm may NOT enter the bore of the idle jet 60. (Use jet gauge set
ROTAX part no. 281 920)

22. Plug gauge 0.65mm may NOT enter the bore of the idle jet insert 60. (Use jet gauge
set ROTAX part no. 281 920.

23. Plug gauge 0.65mm may NOT enter one of the 4 cross bores of the idle jet insert 60.
(Use jet gauge set ROTAX part no. 281 920)

24. Carburettor insert must show number stamping of either 8.5 or 12.5 as illustrated on
next page.

Position of carburetor
insert number 8.5 0r 12.5
‘ N

\
\

25. Angular bore: Plug gauge 0.60 may not fit. (8.5 Carburettor Insert only) (Use jet gauge

set ROTAX part no. 281 920)

26. Vertical bore: Plug gauge 0.90 may not fit. (8.5 Carburettor Insert only) (Use jet gauge

set ROTAX part no. 281 920)

27. Position of atomizer: venturi tool set (ROTAX part no. 676034): control pin @3.6mm

must enter atomizer.

28. Remove atomizer from carburettor body using venturi tool set (ROTAX part no.

676034): Atomizer, total length: 23.75 +/- 0.45mm

29. Atomizer, length of cylindrical part: 15.75 +/- 0.25mm

30. Atomizer, dimension of cutaway: 6.00 +/- 0.15mm

31. Atomizer, diameter of cross bore: 4.05 +/- 0.15mm

32. Optional <carburettor (ROTAYpad mrR6lW30)nsdaegdte d

be used.

33. The two vent fittings must be connected with the original air vent hose 180mm (ROTAX
442 part no 260 260).

Fuel Pump
3443 The original MIKUNI Fuel Pump part no 994482 (diaphragm type) must be used.
Radiator

Allowable radiators are the IAME X30 or RL Version, PRD 350x200mm or PRD

400x235mm Version, Rotax FR125 Max
34.44

Exhaust System

1. Must be as supplied by BRP-POWERTRAIN and cannot be modified except for the
replacement of the silencer absorption material and the use of threaded fasteners in place
of the rivets for securing the silencer end cap. Standard exhaust socket must be used.

2. Exhaust pipe with after muffler as shown in illustrations.

.

3.All versions (version with welded on after muffler and version with after muffler fixed by 2
springs) are legal to be used.

4. Version 1, tuned pipe and silencer are one piece. The silencer is welded to the 180°
elbow and the tuned pipe (top illustration).
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5.Version 2, tuned pipe and silencer are one piece. The silencer is welded to the 180°
elbow. Two springs fix the silencer to the tuned pipe (bottom illustration). Following
measurements are valid for version 1 and 2

1.Silencer end cap, diameter of hole: 21,0 mm (maximum).

2.Length of inlet cone: 592 mm +/-5 mm (measured on outside from beginning of

exhaust pipe until beginning of cylindrical part).

3.Length of cylindrical part of exhaust pipe: 125 mm +/-5 mm.

4.Length of end cone: 225 mm, +/-5 mm.

5.0utside diameter of 180° bent tube: 41mm +1,5 mm/i 1,0 mm (measured at the

beginning and end of bend).
6.Version 3 (illustrated)-tuned pipe with 180° elbow and silencer are two separate pieces.
The silencer is fixed with 2 springs to the 180° elbow and two springs to the tuned pipe.
The silencer can be turned that the 90° elbow outlet of the silencer shows either
downwards towards the ground (preferred version for lowest noise emissions) or towards
the back.lt is also allowed to use the silencer end cap (without 90° elbow) and perforated
tube of version 1 and 2.
7.Exhaust sockets version 1 and 2 are legal to be used.
Version 1 Without gasket ring (Image 1)
Version 2 With gasket ring (Image 2)
Measurement C must be a minimum of 15.5 mm
Measurement C must be a maximum of 16.5mm
The maximum use of exhaust springs to fix the exhaust to the cylinder is 4 springs.
Just one piece of original isolating mat is allowed to be used. The original exhaust system
(tuned pipe and silencer) may not be modified. Additional to the standard isolation mat a
special steel isolation mat of the square dimension of 165 +10 mm is legal (not mandatory)
to be assembled underneath the standard isolation mat as in the following illustration
(ROTAX part no. of kit 297983). Clamp (1) must be fitted at a distance of 18+/-2mm,
measured from the end of the tube. Clamp (2) must be fitted at the end area of the steel
isolation mat. 10-12mm is a specification for assembly purposes only! Both clamps are
mandatory.

8. For measuring the exhaust gas temperature, it is allowed to weld on a socket on top of
34.45 the exhaust, 50 mm from the ball joint. The use of a maximum 4 pieces of exhaust springs
to fix the exhaust to the cylinder, are allowed.

Noise emissions
34.46 Noise isolating mat (see illustration exhaust system) has to be replaced by an original
BRP-POWERTRAIN spare part

Engine Sealing Method i Refer to Appendix F
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Rule # PRD FI REBALL 1

35 Preamble :
The following are the Technical Specifications for the PRD Fireball 125 engine, as
approved by Dirt Karting of Australia . Unless otherwise specified, the engines must be
original in all their components according to the PRD Fireball 125 drawings.
Homologated drawings are available at www.dirtkartingaustralia.com.au The engine
must be Australian delivered and imported by an Dirt Karting of Australia authorised
importer to be eligible for competition. Neither the engine or any of its ancillaries may be
modified unless specifically authorised within these rules. Only Genuine IAME
components that are specifically designed and supplied for the PRD Fireball 125 engine
are legal, unless otherwise specified. Any removal, addition or polishing of material is
strictly forbidden. Sandblasting, glass bead blasting, peening, acid etching, spark eroding
and/or any other method of metal removal or displacement is not allowed. The use of
thermal barrier coatings / ceramic coatings on or in the engine / engine components and
on or in exhaust components is prohibited. The use of anti-friction coatings on or in the
engine / engine components is prohibited. OEM pistons are exempt

35.1  Cylinder:
Must be OEM, All ports and passages are cast finish except some pre-existing factory
removal of flashing. No modifications to the ports accepted. Maximum bore 54.28mm

35.2  Cylinder Head :
Must be OEM, Minimum volume of 9.5cc, Modification to the cylinder head to achieve
minimum ccs is acceptable. Must retain both squish band and spherical combustion
chamber.

35.3 Crankcase & Crankshaft :
Must be OEM with no modifications. Maximum stroke 54.004mm

35.4 Conrod:
Must be OEM, PRD Medium Weight 122grams +/- 4g, modifications.

35,5 Piston:
Must be OEM, coated and uncoated pistons allowed as supplied by the manufacture. No
modifications.

35.6 Clutch :
PRD/Horstman/FX-100 clutch, No modifications allowed.

35.7 Reed Valve:
Reed valves must be of the same style as the manufacture. Reed pedal thickness 0.3mm
+/- 0.08mm Carbon Fibre reeds are allowable.

35.8  Carburettor :
Only permissible carburettor is the Tillotson model HL-360A or Enzo 24mm. Carburettor
venturi must remain as supplied from manufacture. Non-Technical items will include,
extension to existing low jet, plastic carburettor top, conical cable return spring and cable
support bracket

35.9  Ignition :
Must be OEM, PRD or PRD Opama or PRD Easystart.

35.10 Exhaust System :
OEM Header only, Muffler must be OEM Straight PRD9037/95A, IAME Leopard 10718,
or PRD fABubble Typedo. No modifications al
Temperature fitting.

35.11 Radiator :
Allowable radiators are the IAME X30 or RL Version, PRD 350x200mm or PRD
400x235mm Version, Rotax FR125 Max
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35.12 Non-Tech Items and Legal Additions
1. Unless specified, non-tech items are to be of the same type and style as the original.
No alteration from the original manufacturers specifications is permitted to fit a non-
tech item.
2. Engraving, stamping or marking an Engine for identification purposes is permitted.
Any such engraving, stamping or marking must not obscure any homologation or
identification markings on the Engine or its ancillary components.
3. Non-tech items for the PRD Fireball 125 engine include ;
Air filter and Airbox
Clutch Sprocket
Gaskets, Seals, Big & Little End Roller Cages
Spark Plug, Spark Plug Lead and Spark Plug Resistor Cap
Main Bearings
Water Hoses, Hose Clamps, Water Pump
Axle Pulley and O-Ring
Thermostat
Exhaust Flex
Battery, Lithium batteries of same style are allowable, LiPo (lithium polymer)
Battery are not permitted
Starter Motor
Carburettor gasket / diaphragm repair kit including needle and seat
Plastic fittings and terminals of the wiring looms and connected components
ignition and starter assembly.
4. Legal Additions for the PRD Fireball 125 engine include:
Fasteners and Washers
Radiator Guards
Pod style Filters with or without Pre Filter
Removal of Air Box
Coil Relocation Brackets
Spark Plug Inlet Covers
Spark Plug Joiners
Data Logger, Temperature and Tachometer Connections
Battery, Switch and Button Covers
Head Sealing Nuts
Any allowed legal additions must not prevent any appointed official from inspecting the
technical requirements of an engine.

E ] =A =8 =8 -8 -8 _8_8_8_°a
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35.13 Engine Sealing Method i Refer to Appendix F
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Rule #

36

36.1

36.2

36.3

36.4

36.5

36.6

36.7

36.8

36.9

36.10

PRD 125cc Gal

Preamble :

The following are the Technical Specifications for the PRD GALAXY 125 engine, as
approved by Dirt Karting of Australia . Unless otherwise specified, the engines must be
original in all their components according to the PRD GALAXY 125 drawings.
Homologated drawings are available at www.dirtkartingaustralia.com.au The engine
must be Australian delivered and imported by an Dirt Karting of Australia authorised
importer to be eligible for competition. Neither the engine nor any of its ancillaries may be
modified unless specifically authorised within these rules. Only Genuine PRD
components that are specifically designed and supplied for the PRD Galaxy engine are
legal, unless otherwise specified. Any removal, addition or polishing of material is strictly
forbidden. Sandblasting, glass bead blasting, peening, acid etching, spark eroding and/or
any other method of metal removal or displacement is not allowed. The use of thermal
barrier coatings / ceramic coatings on or in the engine / engine components and on or in
exhaust components is prohibited. The use of anti-friction coatings on or in the engine /
engine components is prohibited. OEM pistons are exempt.

Displacement
Bore 53.90, Stroke 54.00 +/- 0.004, Max Bore 54.40

Cylinder Head

1. Aluminium Cylinder Head must be of original engine manufacturer and conform to
drawings supplied by manufacturer with no modifications.

2. Minimum 10.5cc 3. Repairing the spark plug thread is permissible.

Cylinder

1. Must be OEM with no modifications.

2. All passages are cast finish except some pre-existing factory removal of flashing
3. No modifications to the ports accepted.

4. A base gasket must be retained.

Piston & Piston Ring

1. Must be original PRD OEM,

2. Must be marked with PRD inside the casting.
3. No modifications

Piston Pin
1. Must be PRD OEM
2. No Modifications

Conrod
1. Must be PRD OEM as marked.
2. No Modifications

Crank Pin
1. Must be PRD OEM
2. No Modifications

Crankshaft
1. Must be PRD OEM
2. No material can be removed or added.

Reed Manifold
1. Must be PRD Top Mount OEM
2. No modifications

Reed Block & Reed Petals

1. Reed Block must be PRD OEM with no modifications

2. Reed valves must be the same style as the original, Carbon Fibre reeds are allowable
3. Reed thickness 0.30mm +/- 0.08mm
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36.11

36.12

36.13

36.14

36.15

36.16

36.17

36.18

36.19

36.20

36.21

Carburettor
1. Must carry PRD markings as supplied by PRD.
2. No adding or removing material is permitted apart from repairing threads

Ignition

1. Coil / CDI - PVL model 590 221 only

2. Stator - PVL Ident Nr 1045 only

3. Rotor - PVL only 4. Spark Plug Cap 401 222 only

Power valve Assembly
Must be OEM

Exhaust Header & Spacers

1. Must be OEM

2. The fitting of PRD OEM exhaust spacers between the header and cylinder is permitted
to adjust the exhaust length.

3. Maximum thickness of Exhaust Spacers & gaskets 35mm

Exhaust Muffler
1. Must be OEM
2. No modifications

Clutch Assembly

1. Must be OEM

2. PRD Metal Clutch assembly or PRD Clutch with linings assembly is acceptable. Parts
are interchangeable.

Radiator
Allowable radiators are the IAME X30 or RL Version, PRD 350x200mm or PRD
400x235mm Version, Rotax FR125 Max

Crankcase
1. Must be OEM with no modifications.
2. Engine number must start with 'AU".

Wire loom
1. Must be OEM.
2. Wire loom plugs and fittings can be repaired or replaced with non-genuine parts.

Airbox
Airbox/Air filter is a non-tech item.

Non-Tech Items and Legal Additions
1. Unless specified, non-tech items are to be of the same type and style as the
original.
No alteration from the original manufacturers specifications is permitted to fit a non-
tech item.
2. Engraving, stamping or marking an Engine for identification purposes is
permitted.
Any such engraving, stamping or marking must not obscure any homologation or
identification markings on the Engine or its ancillary components.
Non-tech items for the PRD Galaxy 125 engine include
Air filter and Airbox
Clutch Sprocket
Gaskets, Seals, Big & Little End Roller Cages
Spark Plug, Spark Plug Lead
Main Bearings
Water Hoses, Hose Clamps, Water Pump
Axle Pulley and O-Ring
Thermostat
Exhaust Flex
Battery, Lithium batteries of same style are allowable, LiPo (lithium polymer)
Battery are not permitted
Starter Motor

> > B W
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Carburettor gasket / diaphragm repair kit including needle and seat

Plastic fittings and terminals of the wiring looms and connected components
ignition and starter assembly.

Legal Additions for the PRD Galaxy 125 engine include:

Fasteners and Washers

Radiator Guards

Pod style Filters with or without Pre Filter

Removal of Air Box

Coil Relocation Brackets

Spark Plug Inlet Covers

Spark Plug Joiners

Data Logger, Temperature and Tachometer Connections

Battery, Switch and Button Covers

Head Sealing Nuts

Any allowed legal additions must not prevent any appointed official from inspecting the
technical requirements of an engine.

> >

36.22 Engine Sealing Method i Refer to Appendix F
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TI'TLE I NFORMATI

New #

Appendix AUSTRALIAN TITLES: TO BE CONTESTED EVERY 2 YEARS
A STATE OR TERRITORY TITLES: TO BE CONTESTED ON A YEARLY BASIS

1 (Any Club intending to nominate for a Title Event must have been affiliated with Dirt Karting of
Australia for a period of 2 years and held regular race meetings. Dirt Karting of Australia Affiliated
clubs can apply to host a National Title. However, any Club intending to nominate must have
held a minimum of one State/Territory title.)

a) Tocompete in aclass, you must have the appropriate Licence grade or higher for that class.

b)  All drivers nominating for a title event must have completed a minimum of 3 meetings in the
12 months preceding close of nominations of that Title event, in that grade to be eligible to
run a title event.

¢) Endorsed or Probationary drivers must complete all endorsements plus an additional 3 race
meetings competing in a full grid draw (i.e., Not ROF) before the close of nominations.

d) LICENCE GRADES: As perRules6.3&6.4

2 Nominations shall only be accepted as per the prospectus with any requested information and
the appropriate fees. The nomination forms, payment and copy of drivers Logbook must be
received by Dirt Karting of Australia so that all nominations can be verified, and acceptance
granted. Dirt Karting of Australia will notify the host club of the status of nominations. Refund
Policy: Any nomination cancelled before close of nomination will incur a 50% fee. Cancellations
after closing will result in a loss of nomination fee. The only exemption are cancellations due to
a valid medical reason (certificate required) these cancellations will receive a full refund.

3 All nominations shall close a minimum of 30 days to a maximum of 40 days prior to the first day
of the event.

4 Dirt Karting of Australia has 5 working days (after close of nominations) to make sure that classes
meet Appendix AAO0O clause 5. Where a Class
seek further nominations to enable the Class to be contested. This will also enable competitors
to nominate for another class should they so desire where there are insufficient nominations for
a Class.

) a) A minimum of ten (10) nominations will constitute a class for a title event with over 200
nominations. If insufficient nominations are then not received, a driver may choose to move
to another class or receive a refund for that class. All current title holders in a title class that
is non-prescribed will have their status removed.

b) A minimum of eight (8) nominations will constitute a class for a title event with 200 or less
nominations. If insufficient nominations are then not received, a driver may choose to move
to another class or receive a refund for that class. Clubs may elect to run a non-prescribed
title class but will not be awarded title plates/positions. All current title holders in a class that
is non-prescribed will have their status removed.

6 a) Title Events - Australian, State or Territory Titles shall be sanctioned as 1 Event conducted
on consecutive days.

b) The Event to include practice and the race format that the Title committee has chosen.

c) In the event of a cancelled Title event the hosting club and Dirt Karting of Australia Board
shall determine the refund amounts to be give back to drivers dependent on the following
scenarios:

- Event started and not completed; no refund is required.

- Eventis cancelled within 7 days and prior to first race, minimum 50% refund.

- Eventis cancelled from close of nhomination until 7 days prior to the event, minimum 75%
refund.

- Eventis cancelled prior to close of nominations, full refund is required.

d) In the event of a cancelled Title event, give the host club one month to make a decision to
re-run or decline the offer. If club, choose to re-run it must be held within 12 months of the
cancelled event. Any dates outside this must be presented and approved by Dirt Karting of
Australia Council
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10

11

12

13

14

15

16

17

18

e) Dirt Karting of Australia Board in conjunction with the host club, to determine alternative
date(s) should the event be un-concluded.

Each class of racing at a Title event shall be contested over:
a) 4 heats and a final
b) 6 heats dropping the worst heat to determine the winner
c) 8 heats dropping the worst heat to determine the winner
d) 4 heats to determine the starting position for the final where the finishing order of the
final determines the overall winner
e) Time trials, heats, pre final/B Main & A Main to determine the winner
The appointed title committee will determine the race format.
Supplementary Rules and Regulations (including proposed program) shall be submitted to Dirt
Karting of Australia for Title Events by the host Club at least two (2) months prior to the Event.

In the Event that more than one division of a class is contested, a total mix is to occur between
the divisions whilst still adhering to 8 above. Redraws can be made if lack of nominated Drivers
to a split field on the day.

Where applicable, the Final wi || be eligibl
the starting position being determined by highest points starting from the front.

Where there are less than 3 split fields, the host club and Dirt Karting of Australia Board has the
option for the title to be contested over 2 days.

Once the point scores have been collated and checked by the Dirt Karting of Australia Points
Auditor, the final positions/names will be placed on the results board for the drivers to review. A
driver who has any concerns in reference to their class results, has up to 60 minutes to contact
the Officials via the Drivers Representative. The timeframe shall commence immediately that
Classes results sheet is placed on the results board. At the completion of this timeframe it will be
agreed by all persons that they accept the results as being final and waive their rights.

Upon removal of the lists by the Secretary at the end of the said timeframe (60 minutes), it will
be agreed by all persons that they accept the results as being final and waive their rights.

Caution lights and/or flags may be used as determined by NTSO

All motors at the Titles shall be sealed to be eligible to be used. The seals will be provided by
Dirt Karting of Australia.

An engine seal may be re-issued before the commencement of the first race. The original seal
must be handed back to the appointed official and a new seal will be recorded and issued. This
will not count towards your seal allocation.

Once racing has commenced, an additional seal (or 2 for 200cc open or KT Twin) can be issued.
Any engine used must be presented for engine measuring if required with the seal still attached
at the conclusion of the race meeting. Seals must not be cut and reissued during the meeting.
Chassis seals must be fitted to the chassis at the bottom of the steering column where possible
and at a point where they cannot be removed from the kart.

Engine Sealing Method i Refer to Appendix F

All header pipes are to be sealed to the satisfaction of the scrutineers.

a) The motors of the leading points scorers after the finals shall be checked by the engine
measurer(s) appointed on the day at least until the positions 1,2 and 3 are deemed to be
l egal . I't is the engine measurerdedprerog

b) Competitors shall supply the engine measures the following equipment;

c) Junior & KT Classes i Engine from air filter adapter through to the header pipe including
carby and electrics. Junior classes may have their muffler/exhaust also requested

d) 125 Classes - Engine from air filter adapter through to the header pipe including carby,
electrics excluding loom and ancillaries. The muffler/exhaust and complete electrics may
also requested.

e) Open Classes i Engine not including carby, header or electrics

f) A Grade Classes i Engine Measurer to advise on the day

g) Failure to present the engine and required components before leaving the impound area will
result in the equipment not presented being deemed illegal
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19 No more than 2 motors (which includes one spare), will be permitted in Title Events for any kart,
other than for 200cc Open and KT Twin Engine powered karts, where 4 motors (which include 2
spares) will be permitted.

20 The Dirt Karting of Australia Australian Title/State/Territory Committee or their representative
shall have ultimate control over the selection of Officials, timing and administration of the
Australian/State/Territory Titles.

21 Stewards and Starters at Title events must hold State or National Steward Accreditation where
possible. Club stewards may be used at the discretion of the National Stewards Co-ordinator.
Facilities must be provided to ensure the Chief Steward, Starter and all Stewards are able to
clearly communicate.

22 Junior parents are not permitted on the infield during Junior races at Title events unless
requested by the officials of the event. One assistant per flag position must be in place for Junior
Races, to assist with kart removal.

23 Each kart will only be used for one entry at Title Events.

24 A Pit Steward shall be appointed for all Title Events to control the in-grid and advise drivers to
report to the Steward or that they are to be weighted or have fuel testing carried out. The
presence of a Steward also stops friction between drivers coming off the track.

25 a) No kart is to be allowed to have any mechanical, or spark plug adjustments made to it that
requires tools of any kind once the kart has been pushed off the grid line at any Dirt Karting
of Australia Title Event.

b) Karts stopping due to contact with another kart on the formation laps will be given an
opportunity to restart. Karts stopping after the baulk line for any other reason during the form
up laps will not be able to receive assistance to restart..

c) Any kart that has not started and is not operating under its own power by the time it reaches
the Baulk Line will be deemed a non-starter for that race.

26 All drivers competing at a title event shall get a minimum of 3 laps practice in one direction. All
other practice sessions are optional. Visiting interstate drivers at Title events get a minimum 3
laps practice in both directions. Practice may be held prior to the first day of racing.

27 State Title plates may be used during a State Title event.

29 State Titles in States with less than 60 racing members shall be exempt to the following rules:
a) Appendi x AAO0 (5) and (23)
Only classes with a minimum of 8 senior (or 5 junior) nominations will be awarded a title
plate.
b) shall be allowed to start non-qualified drivers at the rear of field.
¢) If less than 8 nominations received, Dirt Karting of Australia has the option to remove the
class and offer the drivers a refund or other class options.

30 The track will be closed for kart use for four days prior to the commencement of a Title event.
31 Lowest licence number gets first preference for race number.
32 A Title Prospectus must include all Dirt Karting of Australia events (practice, sign in, dates etc).

Once the prospectus is finalised this cannot be altered unless there is a lack of nominations or
classes where the time schedule can be reduced. A title event cannot be extended after the
prospectus has been released
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PENALTIES HANDBOOK - Version 3_13 July 2026

The Dirt Karting of Australia Penalties Handbook outlines the penalties that apply for rule breaches, as
detailed below.

POINTS PENALTY = Racing for points
POSITION PENALTY = Racing for position (e.g. Winner takes all final)

first corner markers on
first lap

OFFENCE/INFRINGEMENT | RULE No. | ACTION/PENALTY | RULE DESCRIPTION
Pole sitter has excessive 14.6 Send Rear of The pole position holder governs the speed of a rolling start. This
speed on form up lap(s) Field (preference) | speed shall not be excessive as to make it difficult for the karts at the
or 10 points/5 rear of the field to keep formation.
positions post-
race
Kart accelerates before 14.7 Send Rear of No karts shall accelerate until the start signal is given.
start signal is given Field (preference)
or 10 points/5
positions post-
race
Breaking formation prior to 14.8 Send Rear of No karts shall break formation until the start signal is given unless
the start signal is given Field (preference) | they break formation and decelerate because of unforeseen
or 10 points/5 circumstances
positions post-
race
3 karts stop prior to the 14.10 Full Restart Arestart will occur when:

a) 3 or more of the field stops in the first corner following the start of
the race.

kart
(any subsequent Offence
within 12 months)

OFFENCE/INFRINGEMENT | RULE No. | ACTION/PENALTY | RULE DESCRIPTION
Causing Kart contact and 14.12 5-point penalty
other kart does not lose or
track position or positional 2 positions
change.
AEHpSgaER R e s A Driver who causes a kart to make contact with another kart or who
other kart loses up to 2 or ) A
B 2 positions drivesoractsina man'ner that could endanger them or any other
Causing Kart contact and 14.12 10-point penalty hefsahsinaybe pellned.
other kart loses 3 or more or
position 5 positions
Causing Kart contact and 14.12 10-point penalty
causing other kartto DNF or
5 positions
Deemed to deliberately 14.13 Exclusion of the | A Driverthat is deemed to have deliberately displaced or spun out a
made contact, displaced race meeting fellow competitor shall receive: A penalty of exclusion of race
or spun another kart meeting for first offence. Second offence in a 12-month period shall
(1%t Offence) be 3 months suspension and any subsequent offence within a 12-
Deemed to deliberately 14.13 3-month month period shall be a 12-month suspension.
displaced or spun another suspension
kart
(2nd Offence within 12
months)
Deemed to deliberately 14.13 12-month
displaced or spun another suspension
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OFFENCE/INFRINGEMENT | RULE No. | ACTION/PENALTY | RULE DESCRIPTION
Passing under yellow flag 17.2 5-point penalty Yellow - hold position. Do not pass any karts until past the next Flag
or light or Marshall point not showing a yellow flag/light.
2 positions
Disobeying a Black Flag 17.5 loss of heat Black Flag- Faulty equipment or has broken rules of racing must
points or deemed | leave track with caution. Board with number can be shown.
non finisher
Not attending Scales or 13.18 loss of heat All Drivers and crews shall obey the instructions of an Official.
fuel testing when points or deemed
requested by an official non finisher
Disobeying direct order Exclude from
from steward whilst on Race Meeting
track
and/or refusing to co-
operate with direct order
of an official
Not attending Drivers Brief 132 Exclusion from Before racing shall commence on any race day a Drivers briefing
Race Meeting should be held. At this briefing, comments from the Chief Steward,
Starter and other relevant details shall be discussed. Driver’s
Representatives shall be appointed at this time. Probationary Drivers,
Rookie and Midget Drivers should be addressed separately.
Questions from Drivers should be invited.
Not removing kart from 14.3 loss of heat It is the Drivers responsibility to get their unit on and off the track as
track as requested by an points + requested by the host Club and Officials of the day.
official additional 5-point
penalty or
deemed non
finisher
Use of hands, feet, any 14.14 loss of heat No kart shall be restarted during the running of a race once the race
part of the body or get points or deemed | has been started. Clutch driven karts are exempt provided the driver
outside assistance. non finisher has not left the seated position and assistance is not received to
restart. No use of feet, hands or any part of the body is allowed. If the
kart does not start immediately and move under its own power, it
must be removed from the track as per all classes. Assistance of any
—r kind to restart karts during a race is not allowed. Penalty loss of
Continuing to attempt to 14.14 loss of heat ; R " ;
rctart katbwithiely i polnts.for_heat. Any drlv.er that continues to a.ttempt to regart their
) o ) kart with field approaching for the next lap will lose all points for that
approaching for next lap additional 5-point heat and a further penalty shall be imposed, “recommend 5 points”.
penaltyor Midget class can be restarted if it can be safely done.
deemed non ) :
AnTehier Rookie class can only be res.tarted o'n'the first lap unless there are
less than 10 karts participating and if it can be safely done.
One Kart left on track 14.20 Wave chequered | The Chief Steward shall declare a race if there is only one (1) kart left
racing flag racing in a race.
Dangerous re-entry to the 14.23 5 points penalty | If whilst racing, the Driver has to exit the course, they may re-enter
track Or the track at the nearest possible point, provided they do not gain an
2 positions advantage and do so safely and do not impede any other Drivers
Dangerous re-entry to the 10-point penalty
track impacting other or
drivers 5 positions
Dangerous re-entry to the 10-point penalty
track gaining an advantage or
5 positions
Not taking the track proper 14.24 10-point penalty
or any pass or attempted or
pass not made on the 5 positions Any driver not taking the track proper of the day maybe subject to a
track proper. penalty. Once the race commences, any driver using the track cut
Use of cut through/ roll 14.24 loss of heat through / roll through in full will be excluded from the race. Where
through in full once the points or deemed | possible the driver will receive the black flag during the race.
race has commenced non finisher
Crossing the track whilst a 14.25 loss of heat No person shall use the track as a thoroughfare or cross the track
raceis in progress and no points + whilst a race is in progress, unless to assist with a potential safety
safety issue additional 5-point | issue.
penalty or
deemed non
finisher
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Deliberately lifting front 14.26 loss of heat A Driver shall not deliberately lift their front wheels with a pulling
wheels with a pulling points or deemed | action onthe steering wheel. This action is different to the bouncing
action non finisher of akart
Not passing over finish 14.27 loss of heat To be classed a finisher the Driver must pass fully over the finish line,
line seated and kart under points or deemed | onthe track proper, seated in the kart with the kart under its own
its own power non finisher power
Racing After the 14.28 loss of heat No Driver shall continue racing after the chequered flag is waved. All
Chequered Flag points or deemed | Drivers shall keep the kart circulating at a reasonable speed
non finisher immediately after the chequered flag as not to impede other
finishers.
Driving kart in opposite 14.29 loss of heat At no time shall a Driver permit their kart to be pushed or driven in the
direction of the race being points or deemed | opposite direction of the race being run.
run non finisher
Speeding into the in grid 14.31 loss of heat No Driver shall enter the in-grid at speed, such as to endanger other
points or deemed | drivers, crews or officials
non finisher
(if required) 14.31a 1st Offence All drivers are to remain seated in or on their kart (i.e. in their seat,
Driver not remaining Written warning | atop the back of their seat, or on one of their side pods or tyres) until
seated or on their side all clear for that race has been given by the Ingrid Marshall.
pods or tyres on the Ingrid 2" Offence at This rule to be compulsory for all title events and optional for club
until all clear has been same event, events and its implementation to be announced at driver’s briefing
given loss of heat prior to the commencement of racing.
points or deemed
non finisher
Running an engine in 14.34 loss of heat Any driver running in engines without due care may be penalised.
without due care during a points or deemed
race non finisher

OFFENCE/INFRINGEMENT | RULE No. ACTION/PENALTY | RULE DESCRIPTION
Disobeying a Red Flag 17.3 loss of heat Red - In the event of a Red light/flag, the drivers shall raise their
points or deemed | hand, reduce their speed safely to a slow pace and return to the
non finisher finish line, where they will stop to one side of the track. If the
accident is between themselves and the finish line then they must
safely stop their kart and not pass the accident. A kart rollover will
automatically bring about a red flag.
Driver has had a rollover or 14.15 Can’t compete in | Any driver who as a result of a rollover or potentially serious injury
a potential serious injury that race. shall not be able to compete in any restart of that race, nor shall they
atanytime Also, must have be able to compete in any otherimmediate class of racing, until they
been cleared by | have been cleared by St John or State Ambulance Service or have
StlJohn or State been observed for a minimum of 30 minutes by First Aid personnel to
Ambulance not have any residual effects of rollover or injury. Any person refusing
Service assessment by First Aid personnel will be excluded from further
Or after a participation in the race meeting and will be required to provide Dirt
minimum of 30 Karting of Australia Secretary with a medical clearance from a
minutes from recognised medical practitioner to confirm the person is fit to
First Aider compete in motorsport. Any person, who as a result of a rollover or
potentially serious injury (Red Flag/Race Stoppage), will not receive
any points for that heat.
Refused assessment by 14.16 Not able to Any driver that is: a) taken to hospital; or b) suspected of a
First Aid personnel compete atthat | concussion type head injury by StJohns (or state) Ambulance
Not Cleared by First Aid event orany Service or the race meeting nominated First Aiders in conjunction
Personnel other event until with the Chief Steward, will take no further part of that meeting, any
Taken to Hospital they produce a other Dirt Karting of Australia race meetings or Education days until
medical reviewed by a Medical Practitioner and a medical certificate
Suspected of concussion certificate to Dirt | produced to the Dirt Karting of Australia Secretary. (Entry to be made
Karting of into Logbook). Medical certificate must contain the words “fit to
Australia compete in motorsport”
Secretary
Red Light or race stoppage 14.17 Full restart minus | All restarts are to go back to the lap prior to the race stoppage. Only
before all drivers have driver causing Drivers that are recorded as completing the lap prior will be eligible
completed first lap stoppage to restart provided, they have not been a kart which has rolled over or
deemed to have caused the race stoppage
Red Light or race stoppage 14.18 Indian File Restarts after 1 lap will be Single Indian File
after all drivers have Restart minus
completed first lap driver causing
stoppage
Driverinvolved in arace 14.19 Refer to 14.12 for | Additional drivers involved in a race stoppage may be penalised at
stoppage penalty the discretion of the Chief Steward at all Dirt Karting of Australia

Events
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More than 2/3 of race
completed before race
stoppage

14.21

Declare therace.
Results will be
last completed

lap.

Driver causing
stoppage will be
deemed a non-

finisher

If 2/3rds of the race has been completed, the race will be declared.
Race results will be the last completed lap. The kart(s) deemed the
cause of a Race Stoppage will be recorded as a non-finisher.

during arace

Order of karts will
be recorded at
last point
possible to
determine
position of all
karts.

OFFENCE/INFRINGEMENT | RULE No. ACTION/PENALTY | RULE DESCRIPTION
Transponder not fitted to 13.13.6 Excluded from Every driver for which transponders are mandatory must have a
kart on outgrid. start of race functioning MYLAPS Karting compatible transponder fitted to their
kart for the purpose of timing/scoring during each race at an event.
Drivers who fail to comply will not be permitted to enter the
racetrack.
Transponder has: 13.13.8.a Included in If the Transponder has recorded at least one pass of the
1. recordedalap (form results if officials | transponder system in that race after leaving the out grid (form up
up or race) canvalidatethe | lap or race lap) and the transponder is mounted to the kart when
2. And transponderis finishing position | first checked by an official in the in-grid after the race, the driver will
mounted to kart Awarded last be included in race results, on the proviso that the timing system
finishing place if opgrator and/or the <_:hief steward or any official approved by the
SEficiale earrt chief steward can validate th_e final position of the dnv.er. Where.the
; N final result cannot be determined by any of those officials, the driver
validate finishing . :
o will be awarded last place points.
position
Transponder has: 13.13.8b Included in If the Transponder has not recorded at least one pass of the
1. Notrecordeda lap results if officials | transponder system after leaving the out grid (form up lap or race
(form up or race) canvalidatethe | lap)and the transponder is mounted to kart, and is proven to be
2. Andtransponderis finishing position functioning (by way of green transponder lights) on the in grid
BliRted o Kakt when first checked by an official in the in-grid after the race, the
3. And proven to be Awarded et driver will be included in race results, on the proviso that the timing
functioning on the in T system operator and/or the chief steward or any official approved
: . 5 by the chief steward can validate the final position of the driver.
grid. officials can’t Wh : .
: Syl ere the final result cannot be determined by any of those
validate _flAmshmg officials, the driver will be awarded last place points.
position
Transponder is: 13.13.8c¢ Deemed a non- If the Transponder has not recorded at least one pass of the
1. Showingas not finisher transponder system after leaving the out grid (form up lap or race
functioning on the in lap) and the transponder is mounted to kart but is showing as not
grid functioning (no tran_qunder I_ights_) on the in grid when ﬁrst _
2. And/or no laps checked by an o_ﬁ'_lmal in the in-grid after the race, the driver will be
recorded (form up or deemed a non-finisher of that race
race)
3. And/or Transponderis
not attached to kart
Transponder is: 13.13.8d Deemed a non- | Regardless if the transponder has recorded at least one
1. Transponderis not finisher pass of the transponder system in that race after leaving the
attached to kart out grid (form up lap or race lap) or not, if the transponder is
not mounted to the kart when first checked by an official in
the in-grid after the race, the driver will be deemed a non-
finisher of that race
Failure to notify officials 13.13.1D Deemed a non- If for any reason a driver has to change their transponder at any time
that changed transponder finisher during an event, they must notify the Lap Scorers and/or Chief
along with details prior to Steward the change of details before participating in any other races
1 full race before their next at that event. This must be done at least 1 full race before that driver
race scheduled is scheduled to race.
Transponder system fails 13.13.11 Stop the race. Should at any time during a race the transponder system fails the

race will be stopped. The order of karts will be taken at the last point
at which it was possible to determine the race position of all karts in
that race. This will be final and not subject to protest or appeal.
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TRANSPONDER MAXTRIX
TRANSPONDER | TRANSPONDER | TTANSPONDER | POINTS
RECORDEDA | ONKARTAFTER | [ ASHING | AWARDEDIF
e gele GREENAFTER | POSITION CAN

RACE BE VERIFIED

YES YES NO ViR

YES YES YES YES

NO YES YES YES

NO YES NO NO

NO NO NO

YES NO s

21.1 Minimum weights for Driver combined with Kart are set out in the Table below:

Class Combined Weight
Midgets/Rookies No combined weight
JJunior Light 95kg
JJunior Heavy 115kg
KT Light 120kg
KT Medium 140kg
KT Heavy 160kg
KT Twin 160kg
Statesman 140kg
125cc Light 140kg
125cc Medium 160kg
125cc Heavy 180kg
100cc Open 140kg
200cc Open 160kg
Outlaw 175kg

OFFENCE/INFRINGEMENT | RULE No. | ACTION/PENALTY | RULE DESCRIPTION

Combined kart and driver 21.4 Loss of points for | A person who contravenes Rule 21.1 (Table) will be guilty of an
weight is underweight heat offence and be liable to penalty. The offence shall be Appendix “B”
Penalty C (loss of points for heat).
Exceeding maximum kart 21.5 Excluded from Maximum kart weight can only be determined before the start of the race
weight start of race as the kart is presented on the out grid. An official, weigh Marshall or

Driver can request that mud be scraped from a kart before or after
weighing if they think it will have an effect on the weight of the kart or
combined weight. The driver only with the use of a scraper has up to 2
minutes with the presence of an official to remove any excess dirt. If the
kart fails to comply the driver will be excluded from the race.

Junior Classes

Al Junior driver may race in 1 weight class only on the day.

Maximum kart weight forJ Junior Heavy when a Light Class is offered
shall be 70kg or a combined weight of 105kgs when a light class is not
offered.

KT Classes

Maximum Kart weight for KT Medium and KT Heavy classes when a Light
class is offered shall be 75kg

125cc Classes

Maximum Kart weight for 125cc Medium and 125cc Heavy when a Light
Class is offered shall be 85kg. If numbers do not allow for 3 split classes,
then clubs may electtorun 125cc Light and Combined class at 160kg or
Combine all classes at 150kg. No maximum kart weight when all classes
are combined

Carrying additional weight 21.7 3-month No additional weight is to be carried on person. Penalty to be
on person suspension imposed, immediate loss of licence for up to 3 months.
Rib vest is overweight of 20.1§ 3-month Rib vest must be designed specifically for kart use and may not
2kg suspension exceed 2kg.
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